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TO 00-105E-9

Chapter 29 Cover

NOTE

Chapter 29 contains emergency rescue and
mishap response information for the following NATO aircraft:

 IT A 109
          IT, TU AB 204
          IT, TU AB 204A/S
          IT, TU AB 206

TU AB 212
       IT, TU, SP AB 212A/S
         TU, CA AB 412/CH146
        US, TU AH-1 P/W
        US, UK AH-64
            TU AS-532
            DE AS-550C2
           GE BO-105CB
 CA, IT, US, UK CH-47/HC2/3
        GE, US CH-53/H-53D,E

FR ECUREUIL ALSTAR AS 355
FR ECUREUIL 2*
FR FENNEC AS 555AN*
UK GAZELLE AH1
UK GAZELLE HT2
UK GAZELLE HT3
 IT HH-3F*

         US, TU H/M/S/UH-60A,G,H,J,L
         US, TU HUGHES 300/MH-6
         DE, US HUGHES 500/OH-6

UK LYNX HAS 3
PO LYNX LBH MK9

        UK, PO LYNX MK95
FR LYNX WG 13
UK MERLIN*
TU OH-13S

         US, TU OH-58A/C/D
          UK,FR,SP,PO,TU PUMA HC1/SA 330

BE SA 313/318
BE, FR, PO, NL SA 316B/319B/SE 3160

FR SA 341/342
UK SEA KING AEW 2
UK SEA KING ASW 5

       UK, IT, SP SEA KING HAR 3/SH 3D
UK SEA KING HAS/ASW/6

         GE,UK,DE,BE,NO SEA KING MK-41/HC-4/S-61/WESTLAND SAR
          GE, DE SEA LYNX MK-88
           US, SP SH-60B

FR SUPER FRELON SA 321
      FR, SP, NL SUPER PUMA & COUGAR/HD-21
 US, IT, GR, NL UH-1
   US, TU, NO UH-1N

UK WESSEX HC2/HC5C

* Aircraft information pending
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29-1.  INTRODUCTION AND USE.

29-2.  This section contains emergency rescue and
mishap response information illustrations in alpha-
numerical order relative to type and model of aircraft.
This arrangement of illustrations is maintained from
Chapter 4 throughout the remainder of the publica-
tion.

29-3.  GENERAL ARRANGEMENT.

29-4.  Aircraft type designation has been positioned
in the upper right corner of the horizontal illustration
for rapid identification. Additional aids to rapid orien-
tation are:

a.  Recent technological advances in avia-
tion have caused concern for the modern firefighter.
Aircraft hazards, cabin configurations, airframe ma-
terials, and any other information that would be help-
ful in fighting fires, the locating and rescue of per-
sonnel will be added as the information becomes
available.

b.  Suggested special tools/equipment are
listed in the upper left corner, on the Aircraft/Entry
page of each listed aircraft.

c.  Procedural steps covering emergency/
normal entrances, cut-ins, engine/APU shutdown,
safetying ejection/escape systems, and aircrew ex-
traction are outlined on the left side of each page
with coordinated illustrations on the right.

d.  Illustrations located on right side of pages
are coordinated with text by numerals and small let-
ters depicting both paragraph and subparagraph on
the page.

e.  Each illustration is consistently colored
and/or pattern keyed to highlight essential emergency
rescue information.

f.  Details are pulled directly from the illus-
tration to highlight an area, thus eliminating unnec-
essary searching for desired information.

CHAPTER 29

NATO

HELICOPTER

AEROSPACE EMERGENCY RESCUE
AND MISHAP RESPONSE INFORMATION

29-1



A 109
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A
 109.1

BATTERY
FUEL TANKS

ARMAMENT

AIRCRAFT HAZARDS
OTHER HAZARDS:
Battery acid
Bromochlorodifluoromethane (BCF Fire Extinguishant)
Bromotrifluoromethane (BTM Fire Extinguishant)
Cadium (Battery/Bolt protection/Steel protection
Cartridge operated equipment
Composite Materials (Man-made mineral fibres)
Fluorolastomers (Burnt seals)
Freon
Polytetrafluoroethylene
Fuel: NATO F-34
Hydraulic oil: H-515
Engine oil: NATO 0-156
Oxygen: Gaseous

NOTE:
    Cargo cabin insulation blanket produces phosgene gas
     on burning.



A 109
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A
 109.2

CREWMEMBER
DOORS

PASSENGER DOORS

INTERNAL/EXTERNAL
DOOR HANDLES

PASSENGER DOOR
JETTISON DEVICE

CREWMEMBER DOOR
JETTISON DEVICE

SPECIAL TOOLS/EQUIPMENT
Power Rescue Saw
Crash Ax

AIRCRAFT ENTRY

1.  NORMAL ENTRY

a.  Use external handles on crew
     and passenger doors.

2.  EMERGENCY ENTRY

a.  Use crew and passenger door
     jettison device handles.

NOTE:
   Jettison door device is a non-
   explosive, door separating
   mechanism.

3.  CUT-IN

a.  Cut-in as required.
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A
 109.3

ENGINE SHUTDOWN AND
AIRCREW EXTRACTION
1.  ENGINE SHUTDOWN

a.  Place throttles, located on center over-
     head panel, to OFF position.

b.  Place fuel tanks and fuel pump switches,
    located on center overhead panel, to
     OFF position.

c.  Place fuel valve switches, located on
     center console, to OFF position.

d.  Place fuel crossfeed switches, located
     on center console, to CLOSED position.

e.  Place battery and generator switches,
    located on center overhead panel, to
     OFF position.

f.  Place inverter switch, located on center
    overhead panel, to OFF position.

2.  AIRCREW EXTRACTION

a.  Unlatch lap belts and remove shoulder
    harnesses from crewmembers.

b.  Unlatch lap belts from passengers.

CENTER OVERHEAD PANEL

  CENTER
CONSOLE

1a
THROTTLES

1b
FUEL TANKS AND
FUEL PUMPS

1d
CROSSFEED SWITCH

1e
BATTERY SWITCH

1e
GENERATOR SWITCHES

1f
INVERTER
SWITCH 1c

FUEL VALVE SWITCHES
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 204.1

SPECIAL TOOLS/EQUIPMENT
None

AIRCRAFT ENTRY

1.  NORMAL ENTRY

a.  Rotate locking handle, located on entry
     doors, clockwise to OPEN position.

2.  EMERGENCY ENTRY

a.  Use crew and cargo door jettison device
     handles.

NOTE:
   Jettison door device is a nonexplosive, door
   separating mechanism.

3.  CUT-IN

a.  None.

FUEL
TANKS

BATTERY

1a
ENTRY
DOOR
HANDLE

        CLOSED
        AND
        LOCKED

     CLOSED

OPEN

2a
PILOT
AND
CARGO
DOORS

2a
PILOT DOOR
JETTISON HANDLE

2a
CARGO
DOOR
JETTISON
HANDLE

NOTE:
    No armament is carried.
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ENGINE SHUTDOWN AND
AIRCREW EXTRACTION
1.  ENGINE SHUTDOWN

a.  Decrease engine RPM by operating RPM
     selector switch, located on pilot’s collective
     stick on left side of main console, until green
     light computer actuator is on.

b.  Place FIS control switch, located on center
     pedestal, to OFF position.

c.  Place RPM selecting handle, located on
     pilot’s collective stick, to CLOSED position.

d.  Place fuel HP cock switch, located on pilot’s
     collective stick, to OFF position.

e.  Place fuel pump switch, located on center
     pedestal, to OFF position.

f.   Place inverter switch, located on overhead
      console, to ESCL position.

g.  Place battery switch, located on overhead
     console, to ESCL position.

2.  AIRCREW EXTRACTION

a.  Unlatch lap belts and remove shoulder
     harnesses from crewmembers.

b.  Unlatch lap belts from passengers.

1a
RPM
SELECTOR
SWITCH

1b
FIS CONTROL
SWITCH

1c
RPM SELECTING HANDLE

COLLECTIVE
     STICK

1d
FUEL HP COCK SWITCH

1e
FUEL
PUMP
SWITCH

1f
INVERTER SWITCH

1g
BATTERY
SWITCH

OVERHEAD
CONSOLE

CENTER
PEDESTAL
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 204A
/S

.1

SPECIAL TOOLS/EQUIPMENT
None

AIRCRAFT ENTRY

1.  NORMAL ENTRY

a.  Rotate locking handle, located on entry
     doors, clockwise to OPEN position.

2.  EMERGENCY ENTRY

a.  Use crew and cargo door jettison device
     handles.

NOTE:
   Jettison door device is a nonexplosive, door
   separating mechanism.

3.  CUT-IN

a.  None.

BATTERY

FUEL TANKS
AUXILIARY
FUEL TANKS

JETTISONABLE
PASSENGER/
CARGO DOOR
WINDOWS (4)

PASSENGER CARGO DOOR

CREW DOOR WINDOW (2)

CREW DOOR (2)

FIRE
EXTINGUISHERS (2)

EXTERNAL STORES
JETTISON HANDLE

JETTISONABLE
DOOR RELEASE

ARMAMENT
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/S

.2

ENGINE SHUTDOWN AND
AIRCREW EXTRACTION
1.  ENGINE SHUTDOWN

a.  Place throttle, located in the completely
     CLOSED position.

b.  Place the fuel shutoff switch in the OFF
     position.

c.  Place the oil switch in the OFF position.

d.  Place the battery switch in the OFF
     position.

e.  Place the princ. switch in the OFF
     position.

2.  AIRCREW EXTRACTION

a.  Unlatch lap belts and remove shoulder
     harnesses from crewmembers.

b.  Unlatch lap belts from passengers.

1a
THROTTLE

1c
OIL SWITCH

1b
FUEL SWITCH

1d
BATTERY SWITCH1e

PRINC.
SWITCH
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SPECIAL TOOLS/EQUIPMENT
None

AIRCRAFT ENTRY

1.  NORMAL ENTRY

a.  Rotate locking handle, located on entry
     doors, clockwise to OPEN position.

2.  EMERGENCY ENTRY

a.  Use crew and cargo door emergency
     jettison handles.

NOTE:
   Jettison door devices are a nonexplosive,
   door separating mechanism.

3.  CUT-IN

a.  None.

BATTERY

FUEL TANK

ARMAMENT

2a
EMERGENCY
JETTISON
HANDLES

1a
NORMAL ENTRY HANDLES

1
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ENGINE SHUTDOWN AND
AIRCREW EXTRACTION
1.  ENGINE SHUTDOWN

a.  Decrease (Dimin.) the RPM regulator
     (REG. GIRI) switch, located on the throttle
     control stick, to the IDLE position.

b.  Rotate the throttle against the flight
     idle (fermo di minimo) position.

c.  Push flight idle (fermo di minimo) switch
     and close selector handle, located on
      throttle control stick.

d.  Place the fuel cock lever, located on the
    forward overhead panel, to the CUT OUT
     (escl.) position.

e.  Place the feeding (alim. invent.) switch,
     located on the power panel, up to the CUT
     OUT (escl.)  position.

f.  Place the generator switch, located on the
   power panel, up to the CUT OUT (escl.)
    position.

g.  Place the battery switch, located on the
    power panel, up to the CUT OUT (escl.)
     position.

2.  AIRCREW EXTRACTION

a.  Unlatch lap belts and remove shoulder
    harnesses from crewmembers.

b.  Unlatch lap belts for passengers.

POWER PANEL

1a
RPM
REGULATOR
SWITCH

1b
THROTTLE
FLIGHT IDLE
SWITCH1c

SELECTOR
HANDLE

1d
FUEL
COCK
LEVER

1g
BATTERY
SWITCH

1f
GENERATOR SWITCH

1e
FEEDING SWITCH
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SPECIAL TOOLS/EQUIPMENT
None

AIRCRAFT ENTRY

1.  NORMAL ENTRY

a.  Rotate locking handle, located on entry
     doors, clockwise to OPEN position.

2.  EMERGENCY ENTRY

a.  Use crew  door emergency jettison
      handles.

NOTE:
   Jettison door devices are a nonexplosive,
   door separating mechanism.

3.  CUT-IN

a.  None.

BATTERY

FUEL TANK

EXTERNAL
FUEL TANK

AS12 MISSLE

LAUNCHERS

1a
PASSENGER DOORS

1a
PASSENGER
DOORS1a

CREW
DOOR

2a
JETTISONABLE
DOOR HANDLE

FIRE EXTINGUISHERS
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1e
BATTERY BUS
SWITCHES

1c
ENGINE FUEL
SWITCHES

1a
COLLECTIVE
LEVER

1b
ENGINE
THROTTLE

ENGINE SHUTDOWN AND
AIRCREW EXTRACTION
1.  ENGINE SHUTDOWN

a.  Place the collective lever, located on the
      throttle control stick, to the FULL DOWN
      and LOCKED position.

b.  Place both engine throttles, located on the
     control stick,  to the completely CLOSED
     position.

c.  Place both engine fuel switches, located on
     the engine panel, to the OFF position.

d.  Place both engine boost pump switches to
     the OFF position.

e.  Place the battery bus switch, located on
     the power panel, to the OFFposition.

2.  AIRCREW EXTRACTION

a.  Unlatch lap belts and remove shoulder
    harnesses from crewmembers.

b.  Unlatch lap belts for passengers.

BATTERY
OFF OFF

ON ON

MAIN   FUEL  START
   ON                  ON

  OFF                OFF



AB 212A/S
T.O

. 00-105E
-9

A
B

 212A
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SPECIAL TOOLS/EQUIPMENT
None

AIRCRAFT ENTRY

1.  NORMAL ENTRY

a.  Rotate locking handle, located on entry
     doors, clockwise to OPEN position.

2.  EMERGENCY ENTRY

a.  Use crew  and passenger/cargo door
     emergency jettison handles.

NOTE:
     Jettison door devices are a nonexplosive,
     door separating mechanism.

3.  CUT-IN

a.  None.

BATTERY

AUXILIARY FUEL TANK

FUEL TANKS

ARMAMENT
(MISSLES/TORPEDOES)

FIRE EXTINGUISHERS (2)
JETTISONABLE
PASSENGER &
CARGO DOOR
WINDOWS (4)

2a
PASSENGER &
CARGO DOOR

1a
CREW DOOR

EXTERNAL
STORES
JETTISON
HANDLE

2a
JETTISONABLE
DOOR RELEASE
FOR CREW DOOR (2)
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ENGINE SHUTDOWN AND
AIRCREW EXTRACTION

2 1.  ENGINE SHUTDOWN

a.  Place the throttle, located on the pilot
     collective stick, to the completely
     CLOSED position.

b.  Place the fire extinguisher selector switch
     to MAIN.

c.  Pull fire T-handle.

d.  Place fuel crossfeed switch, located on the
    engine and fuel control panel, to OVERIDE
     CLOSE position.

e.  Place the fuel switches, located on the
    engine and fuel control panel, to the OFF
    position.

f.  Place boost pump switches, located on the
    engine and fuel control panel, to the OFF
    position.

2.  AIRCREW EXTRACTION

a.  Unlatch lap belts and remove shoulder
    harnesses from crewmembers.

b.  Unlatch lap belts for passengers.

1d, 1e, 1f
ENGINE AND FUEL
CONTROL PANEL

1a
PILOT
COLLECTIVE STICK

1a
THROTTLES
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AIRCRAFT PAINT SCHEME

1
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AIRFRAME DIMENSIONS

  46 FT
(14.02 M)

  14 IN
(356 MM)

4 FT 7.52 IN
   (.41 M)

12 FT 1.20 IN
    (3.68 M)

4 FT 8.24 IN
   (1.45 M)

2 FT 6.59 IN (777 MM)

9 FT 4.48 IN
   (2.86 M)

6 FT 8.13 IN
   (2.04 M)

9 FT 7 IN  (2.49 M)

56 FT 1.57 IN (17.11 M)
45 FT 11.67 IN (14.01 M)
41 FT 8.17 IN (12.66 M)

12 FT 10.08 IN
   (3.91 M)

8 FT 6.17 IN
   (2.61 M)

10 FT 10.13 IN
    (3.30 M) 5 FT 4.8 IN

   (.56 M)

11 FT 5.35IN
   (3.40 M)

1 FT 3.47 IN
   (390 MM)

15 FT 0.85 IN
    (4.50 M)

2

FRONT
 VIEW

  TOP
 VIEW

SIDE
VIEW

1 FT 4.6 IN (226 MM)
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AIRCRAFT GENERAL INFORMATION
The Agusta Bell (AB) 412/CH 146 “Griffon” helicopter is a twin engine
with a single four-blade main rotor system and a tail rotor to provide
direction control.  (CH = Canadian designation)

Crew: Three, two forward and one aft.

Maximum passenger load: 15, depending on aircraft configuration.

Fuel is carried in 10 interconnected fuel cells and one auxiliary tank.
All fuel tanks are crash proof and have one way valves to prevent
fuel spills in the event of a crash.  The fuel tanks are located below
cabin floor and four are located aft of the cabin and above level of
underfloor cells.  Capacity is 330 US gallons (1500 L) with auxiliary
combined.

The Flight Data Recorder (Black Box) is located in the nose compart-
ment left of the aircraft battery.  (FDR is officially painted orange.)

3

AFT CABIN AREA
    FUEL TANKS

BELOW CABIN FLOOR
       FUEL TANKS

RIGHT SIDE FUSELAGE VIEW WITH NOSE COMPARTMENT OPEN

BATTERY

FLIGHT DATA
RECORDER
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AIRFRAME MATERIALS

ALUMINUM ALLOID

COMPOSITE MATERIAL

FIBERGLASS

HARDENED
GLASS

NOTE:
    The airframe material is a semi-monocoque
    structure with metal and fiberglass covering.
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AIRCRAFT HAZARDS
DANGER AREAS AND ZONES

5

200 FT
200 FT

  APPROACH AND
DEPARTURE ZONE

MAIN ROTOR BLADE TIP
DANGER AREA DURING
SHUTDOWN ENGAGEMENT
AND SLOPE OPERATIONS

35 0

FLARE/CHAFF

DANGER AREA
FLARE/CHAFF

DANGER AREA

TAIL ROTOR
DANGER ZONE

     RADAR
270 DEGREES

  RADAR
3 METERS

ENGINE
INTAKE

 ENGINE
EXHAUST

FUEL: F34 (KEROSENE)
        1277 LITRES
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AIRCRAFT HAZARDS - Continued

3

CHAFF/FLARES AND GUN

     RIGHT SIDE
CHAFF AND FLARE
     DISPENSER

       LEFT SIDE
CHAFF AND FLARE
      DISPENSER

ALE-29 CHAFF AND
FLARE DISPENSER
WITH CARTRIDGES

CHAFF
 CART

FLARE
 CART

   C6 DOOR GUN WITH
        7.62 MM AMMO
(GUN MOUNTED ON LEFT
SIDE, AMMO STORED IN
CARGO COMPARTMENT)

GUN STOWED

GUN READY
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1.  EXTERNAL AIRCRAFT BATTERY DISCONNECT

NOTE:
     Aircraft uses a Nicad battery. Handle carefully.

a.  The battery is located in the nose compart-
     ment inside a blue box.  Use a phillips
     screwdriver to open the panel.

b.  In case of an emergency: to disconnect
    the battery, turn the olive green knob
     counterclockwise.

c.  Pull the knob out from the battery
     connection to disconnect.

1a
BATTERY

1b, 1c
BATTERY
KNOB

1c
DISCONNECTED BATTERY

1a
OPEN NOSE
COMPARTMENT

AIRCRAFT HAZARDS-Continued
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SPECIAL TOOLS/EQUIPMENT
Crash Ax                  V-Knife
Power Kawck           Force Rescue Tool
Phillips Screwdriver

AIRCRAFT ENTRY

NOTE:
     Orientation: pilot - right side, co-pilot - left side.

Responding vehicles must not approach within 50 feet of aircraft
until the rotors are stopped.  Always approach aircraft from the front
at the pilot’s 10 O’clock or 2 O’clock position.  Stay out of danger
areas to prevent injury or death. (See page AB 412/CH 146.5.)

NOTE:
     Whether the rotors are rotating or not, insure pilot can see you at
    all times while approaching the aircraft.

1.  NORMAL ENTRY

a.  Open pilot’s or co-pilot’s doors by rotating external door handle,
     located at the door’s aft edge.

b.  Open cabin area, from right side of fuselage, by rotating external
     cabin door handle down. (This door may also be considered the
    cargo door, depending on aircraft configuration.)

2.  EMERGENCY ENTRY

a.  Gain entry into cabin/cargo area by rotating external handle
    down, slide the door aft, or remove door by rotating the jettison
    handle (release up) at the forward edge of the door.

b.  Entry may be accomplished by removing the emergency exit
     windows.  (See page AB 412/CH 146.9 step 1b.)

3.  CUT-IN

a.   Cut-in windows and doors as required. (Cut-ins are enhanced in
      red.  Actual aircraft color is subdued black.)

WARNING

8

3a
CUT-IN INDICATIONS

1a, 1b
EXTERNAL DOOR HANDLE FOR
CO-PILOT (OPPOSITE FOR PILOT)

2a, 2b
EXTERNAL JETTISON DOOR
HANDLE FOR PILOT (OPPOSITE
                        FOR CO-PILOT)

3a
CUT-IN INDICATIONS FOR
CABIN/CARGO AREA
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1.  EMERGENCY EXITS

NOTE:
     The main emergency exits are the cargo doors,
     located on either side; the Pilot and Co-pilot’s
     doors and windows can also be used for
     emergency exits.

a.  To open the cargo doors, turn the internal
     handles down and slide the doors aft.

b.  In case of jammed cargo doors, open the
     emergency window exits by firmly pushing
     out on bottom corners by applying 50 pounds
     of pressure.  Corners are marked by red dots.
     (This can be done internally or externally.
     Illustrated view is internal)

c.  To use the emergency exits for the pilot and
     co-pilot, pull the yellow and black T-handle
     (release up) just inside the door hinges (for-
     ward edge of door).

EMERGENCY EXITS

9

1c
CO-PILOT INTERNAL
JETTISON HANDLE
(OPPOSITE SIDE SAME)

1a
INTERNAL
CARGO
DOOR
HANDLE

1b
WINDOW EXIT
CORNERS

CARGO AREA WITH PAX SEATS REMOVED
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ENGINE SHUTDOWN

10

1.  ENGINE SHUTDOWN

a.  Shutdown the engines by pulling the two FIRE PULL T-
     handles, located at the center of the upper instrument panel.

b.  IN CASE OF FUEL LEAK: shutdown electrical power by
    selecting the two battery switches, located on the center of the
    upper right console, to the OFF position. The switches are
    marked BATTERY BUS 1 and BATTERY BUS 2.

c.  IN CASE OF ENGINE FIRE: activate the fire extinguishment
     system by pulling the FIRE PULL T-handles and pulling the
     station handle (#1 or #2 designated engine) to ignite the
     Halon bottles.  Both handles are located on the pilot’s instru-
     ment panel.

NOTE:
     Two squib-activated Halon bottles are located in the aft
     compartment.  When the squibs are ignited, they activate the
     main Halon bottle and the reserve Halon bottle, which then
     discharges the Halon to each corresponding selected engine.
      (See page AB 412/CH 146.13 4a.)

2.  OTHER ITEMS FOR ENGINE SHUTDOWN

a.  The engine fuel cut off valves are located internally on both
     sides of aircraft.

b.  The engine throttle is located to the left side of the left pilot
      seat.

c.  The rotor brake handle is located on the overhead console.

1a, 1c
FIRE T-HANDLES

1b
BATTERY SWITCHES2b

THROTTLE
2a
FUEL CUT OFF VALVE

2c
ROTOR  BRAKE HANDLE (STOWED)

2c
ROTOR  BRAKE HANDLE
(BRAKE ENGAGED)
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APU SHUTDOWN
1.  APU SHUTDOWN

a.  The APU cut-off switches are located on both sides
     forward of pilot and co-pilot doors.

b.  Open APU cut-off switch panel by turning panel door
      lock, located at bottom of panel.

c.  APU cut-off switch is located inside APU door panel.
    Place switch in OFF position to cut-off power to the
     APU.

11

RIGHT
CARGO
DOOR

1a
APU
CUT-OFF
SWITCH
PANEL

1c
APU
CUT OFF
SWITCH
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AIRCREW EXTRACTION
1.  AIRCREW EXTRACTION

NOTE:
     Pilot and co-pilot seat adjustments may be necessary to
    properly position and make room for pilot(s) extraction.  A
    third crewmember is situated behind pilots.

a.  The pilot and co-pilot seats can be moved up and down, by
     using the lower right lever controls.

b.  The pilot and co-pilot seats can be moved forward and
    backward, by using the large lever under the seat.

c.  Third crewmember and passenger seats are stationary.

NOTE:
     Maximum passenger load is 15, depending on aircraft
     configuration. Passenger seats are arranged in a row of 4
     seats facing aft, another row of 5 seats facing forward, and
     a pair of seats facing outboard from either side of pylon
      support structure.

d.  Disconnect lap belts and shoulder harnesses (as applicable)
    and place restraints to the side to prevent entanglements.

1d
LOCKED
CREW
SEAT BELT

1d
UNLOCKED CREW
SEAT BELT

1d
LOCKED PAX
SEAT BELT

1d
PAX SEAT
BELT LINK

1d
UNLOCKED CREW
SEAT BELT

1c
CREW
SEATS

SURVIVAL KIT
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FIRE EXTINGUISHER, FIRE ACCESS
AND FIRE BOTTLE LOCATIONS
1.  AIRCREW AREA

a.  The aircrew area 5 pound Halon fire extinguisher
     is located on the floor, right side, next to right pilot.

2.  CABIN/CARGO AREA

a.  The cabin area 5 pound Halon fire extinguisher is
     located on the wall, left side, behind left pilot.

3.  FIRE ACCESS

a.  The fire access panel for the engine is located on
     the upper right side of the fuselage. (Red border
     is used for orientation, not found on actual aircraft.)

4.  FIRE BOTTLE

a.  The fire bottle is located aft of fuselage on each
     side of aircraft.  There are two cartriges installed
    on the bottle.

2a
CABIN EXTINGUISHER

1a
PILOT EXTINGUISHER

3a
FIRE ACCESS

4a
FIRE BOTTLE

4a
FIRE BOTTLE CARTRIDGES
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EXTERNAL ACCESSORIES 1b
HOIST EXPLOSIVE
CARTRIDGE1.  AIRCRAFT RESCUE HOIST

a.  The aircraft hoist is located on the right side
    of the fuselage above the cargo door area.

b.  The hoist explosive cartridge is located on
     the underside of the hoist assembly.

2.  AIRCRAFT WIRE CUTTERS

a.  The lower cutter is located under the fuselage
     forward of the support rails.

b.  The upper cutter is located on top of the fuse-
    lage above the windshield.

3.  AIRCRAFT NIGHT SUN AND FLIR

a.  The night sun is located on the right support rail.

b.  The Foward Looking Infared (FLIR) is located on
     the left support rail.

1a
HOIST ASSEMBLY

2b UPPER CUTTER

2a LOWER CUTTER

3b FLIR3a NIGHT SUN
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BAGGAGE COMPARTMENT

15

1.  BAGGAGE COMPARMENT

a.  The baggage compartment door is located on
     the aft right side of the fuselage.  The door can
     be unlocked by rotating the door handle.

b.  Open baggage compartment door by opening
     door left to right at door hinges.

c.  There is a baggage compartment smoke in-
     stalled in the compartment ceiling.

d.  There is a baggage compartment fire warning
     light on the forward instrument panel in the
      cockpit.

1a
BAGGAGE COMPARTMENT DOOR HANDLE

1b
BAGGAGE COMPARTMENT DOOR OPEN

1c
BAGGAGE COMPARTMENT SMOKE DETECTOR

1d
BAGGAGE COMPARTMENT FIRE WARNING
LIGHT
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CABIN CONFIGURATIONS
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NOTE:
    At least two persons are on board.  A
    maximum of 15 persons on board.

              LEGEND
PL PILOT
HO HOIST OPERATOR
RED RESCUE DIVER
FE FLIGHT ENGINEER
MED MEDIC
DOC DOCTOR
MAT MATERIAL

PL PL

HO

RED

MED

DOC

FE

MED

STRETCHER STRETCHER

MED

DOC

FE

FE

2
X

M
A
T

M
A
T

MAT

SEARCH AND RESCUE (SAR) MEDEVAC

TRAUMA PERSONNEL/MAT TRANSPORT PERSONNEL TRANSPORT

PERSONNEL/MAT
    TRANSPORT

BM
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CRASH CHART - AB 412 (SAR)

BATTERY POWER

ROTORBRAKE
ABOVE PILOT’S
       HEAD

 SLIDE PANEL
ONLY RT SIDE

INSIDE
TO
OPEN

AND
PUSH
BACK-
WARDS SEAT BELTS

   PULL TO
   RELEASE

      LT AND RT
SIDE TO REMOVE
         WINDOW

     DANGER

250BAR/3750 PSI

HE

2 X 18 LITRE
    HELIUM

O2

CO2

  FUEL
TANKSRADAR

    270

8 FT

      FLOATS
LT AND RT
       SIDE

0.26 BAR

KNIFE

   SLIDE PANEL
LT AND RT SIDE

PULL
DOWNWARD
  TO OPEN

AND PUSH
BACK-
WARDS

PULL TO
REMOVE
DOOR

INSIDE TO
OPEN DOOR

INSIDE PULL
TO REMOVE
    DOOR

TO OPEN
  DOOR

BATTERY

SCREW-
DRIVER

FIRE T-HANDLESFIRE EXTINGUISHER
          SWITCH

PULL TO SHUT-
OFF ENGINES

FIND WAY TO GO INSIDE

PULL FIRE T-HANDLES

IN CASE OFF ENGINE FIRE SWITCH

TO MAIN         FIRE CONTINUOUS

SWITCH TO RESERVE
BATTERY POWER OFF
PULL ROTORBRAKE
TAKE OUT CREW AND PASSENGERS
REMOVE BATTERY PLUG

            DANGER
SLIDE PANEL LT AND RT
      EACH 4 TRITIUM
        LIGHT POINTS

2 OR 10 LITRE OXYGEN
     200BAR/3000 PSI

                   LIFE RAFT
9 MAGNESIUM SIGNAL MAKERS
       6.7 LITRE COOL DIOXIDE
             250 BAR/3750 PSI

            CREW
EACH 5 MAGNESIUM
   SIGNAL MAKERS

17

NOTE:
  Most items will also be applicable to the CH 146.
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PROPELLERS HOT ENGINE EXHAUST

TAIL ROTOR

POSSIBLE
BATTERY
LOCATION

POSSIBLE
BATTERY
LOCATION

FUEL
TANK

AMMUNITION
STORAGE

EXPLOSIVE
CHARGES FOR
WINDOWS

SPECIAL TOOLS/EQUIPMENT
Power Rescue Saw
Crash Ax

AIRCRAFT ENTRY

NOTE:
     More information about the AH-1 is located
     in Chapter 13.

1.  NORMAL ENTRY

a.  Main entrance and exits are located on the
      right side of the aircraft.

2.  EMERGENCY ENTRY

a.  Emergency exits are located on the left
      side of the aircraft.

     Windows are equipped with explosive
    charges for both cockpit windows.

3.  CUT-IN

a.  Cut-in windows as required.

WARNING CANNON
2a
EMERGENCY
EXITS

1a
NORMAL
ENTRIES

1

CANOPY REMOVAL
SYSTEM HANDLE

PILOT COCKPIT
ARM/FIRE MECHANISM

STREAMER

SAFETY PIN

GUNNER COCKPIT
DOOR HANDLE
(PILOT RT SIDE)

CANOPY REMOVAL
SYSTEM RING

EXTERNAL
ARM/FIRE
MECHANISM
(RT SIDE)

GUNNER COCKPIT
ARM/FIRE MECHANISM

STREAMER

SAFETY PIN

CANOPY REMOVAL
SYSTEM HANDLE
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ENGINE SHUTDOWN AND
AIRCREW EXTRACTION
1.  ENGINE SHUTDOWN

a.  For AH-1P/W, rotate throttle, located pilot’s
     left on console, to the OFF position.

b.  For AH-1W only, engage rotor brake.

c.  For AH-1P only, place fuel switch, located
     on the pilot’s left console, to the OFF
     position.

d.  For AH-1P only, place generator switch,
     located on pilot’s left console, to the OFF
     position, if applicable.

e.  Place the battery switch, located on pilot’s
     left console, to the OFFposition.

2.  AIRCREW EXTRACTION

a.  Unlatch lap belts and remove shoulder
    harnesses from crewmembers.

1b
FUEL SWITCH

1c
GENERATOR SWITCH

1d
BATTERY SWITCH

PILOT’S LEFT CONSOLE

1a
THROTTLE

PILOT’S LEFT
CONSOLE

SCAS PANEL

ENGINE PANEL

ELECTRICAL POWER
PANEL

A/C ARMARMENT
BREAKER PANEL

SHOULDER HARNESS
LOCK

PILOT CHAFF
DISPENSER SWITCH
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The aircraft information is located in Chapter 13
                containing US Army aircraft.
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SPECIAL TOOLS/EQUIPMENT
Power Rescue Saw
Crash Ax

AIRCRAFT ENTRY

1.  NORMAL ENTRY

a.  Main entrance and exits are located on
     both sides of the aircraft, including the aft
     cargo ramp.

2.  EMERGENCY ENTRY

a.  Emergency exits are located on both sides
     of the aircraft, including the aft cargo ramp
     if ramp is open.

b.  Cockpit and cargo doors can be jettisoned.
     External jettison handles are located left of
     doors.  Internal jettison handles are  located
    right of doors.

3.  CUT-IN

a.  Cut-in windows as required.

PROPELLERS
TAIL ROTOR

HOT ENGINE
EXHAUST

FUEL TANKS

INTERNAL
PLUG DOOR
JETTISON

EXTERNAL
PLUG DOOR
JETTISONEXTERNAL

DOOR JETTISON

CARGO RAMP

NOTE:
   Arrows depict exit routes.
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ENGINE SHUTDOWN AND
AIRCREW EXTRACTION
1.  ENGINE SHUTDOWN

a.  Pull aft on battery switch located on plate 10.

b.  Pull aft on alternator switches located on plate 10.

c.  Pull aft on fuel shut-off levers.

2.  AIRCREW EXTRACTION

a.  Unlatch lap belts and remove shoulder harnesses
    from crewmembers and passengers.

1c
RH ENGINE
FUEL SHUT-OFF
COCK CONROL

LH ENGINE FUEL
FLOW CONTROL

RH ENGINE FUEL
FLOW CONTROL

1c
LH ENGINE FUEL
SHUT-OFF COCK
CONROL
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SPECIAL TOOLS/EQUIPMENT
Power Rescue Saw
Crash Ax

AIRCRAFT ENTRY

1.  NORMAL AND EMERGENCY ENTRY

a.  Open pilot’s door, located on both sides of
     fuselage, by turning door handles downward
     and pulling door outward.

b.  Open cabin door, located on both sides of
     fuselage, by turning door handles downward
     to release from door housing, then push door
     backward.

2.  CUT-IN

a.  Cut-in fuselage as required.

1b
CABIN DOOR
WITH HANDLE

1a
PILOT’S DOOR
WITH HANDLE

ARMAMENT
(BOTH SIDES)

BATTERY
(RT SIDE)

FUEL
TANK

HYDRAULIC
TANK

ENGINE
EXHAUST

ENGINE
INTAKE TAIL ROTOR

MAIN ROTOR
BLADES
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ENGINE SHUTDOWN AND
AIRCREW EXTRACTION
1.  ENGINE SHUTDOWN

a.  Place fuel cut-off handle, located on the floor
     between pilot seats, in the UP position to lock.

b.  Place rotor brake handle, located on the floor
     between pilot seats, in the UP position to lock.

c.  Press cut-off button to turn off battery power.

2.  AIRCREW EXTRACTION

NOTE:
     All seat restraints are equipped with shoulder
     harness and lap belt central quick release point.

a.  Unlatch restraints at quick release point.

b.  Remove lap belts and shoulder harnesses from
    crewmember to prevent entanglement.

c.  Remove crewmember(s) from aircraft.

1a
FUEL CUT-OFF

1b
ROTOR BRAKE 1c

BATTERY CUT-OFF BUTTON

2b
SHOULDER HARNESSES 2a

QUICK RELEASE POINT

2b
LAP BELTS
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SPECIAL TOOLS/EQUIPMENT
Power Rescue Saw
Crash Ax

AIRCRAFT ENTRY

1.  NORMAL AND EMERGENCY ENTRY

NOTE:
     Special double side doors are located both
     sides of fuselage.  Each section can be
     opened separately.

a.  Press down exterior handle of cockpit door
    for release, turn door outwards.

b.  Press down exterior handle of cabin door for
     release, pull doors outwards and slide
     backwards.

     Beware of rotating main rotor blades and tail
      rotor blades.

NOTE:
     Both front section doors are dropable.

2.  CUT-IN

a.  Cut-in fuselage as required.

WARNING

BATTERY

FUEL TANK

ARMAMENT

MAIN ROTOR
BLADES

TAIL ROTOR
BLADES

1a
COCKPIT
DOOR
HANDLE

1b
CABIN
DOOR
HANDLE
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ENGINE SHUTDOWN AND
AIRCREW EXTRACTION
1.  ENGINE SHUTDOWN

a.  Lift cover of fuel shutoff switches, located on
     pilot’s center console, and place switches (not
     illustrated)  in the EMERGENCY position.

b.  Press down spring loaded idle detent stop,
     located inside throttles on pilot’s overhead
     panel, and move throttles to the OFF position.

c.  Lift master switches, located on pilot’s center
    console, and move aft to the OFF position.

d.  Place battery switch, located on center
     console, to the OFF position.

2.  AIRCREW EXTRACTION

NOTE:
     Safety belts, shoulder harnesses, and crotch
    straps of crewmembers are equipped with a
     restraint quick release box.

a.  Pull red release snap from restraint quick
     release box until all restraint straps are
     released.

b.  Set all straps aside, to prevent entanglement,
    and remove crewmember.

1b
THROTTLES

1c
MASTER
SWITCHES

1d
BATTERY
SWITCH 2a

SHOULDER HARNESSES

2a
LAP
BELT

2a
LAP BELT

2a
CROTCH STRAP

2a
RED RELEASE SNAP

2a
RESTRAINT
QUICK
RELEASE
BOX
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The aircraft information is located in Chapter 13
                containing US Army aircraft.
       HC2,3 aircraft information is pending.

1
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The aircraft information is located in Chapter 9
             containing US Air Force aircraft.
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SPECIAL TOOLS/EQUIPMENT
Power Rescue Saw
Crash Ax

AIRCRAFT ENTRY

1.  NORMAL AND EMERGENCY ENTRY

a.  To open pilot’s door, turn door handle down-
      ward; door will open by itself.

b.  To open cabin door, turn door handle down-
      ward.

c.  Lightly pull door outward to release door from
     its housing, then push door backward.

2.  INTERNAL EXITING

a.  To open cabin door internally, turn top door bolt
      T  1/4 turn, then lower it.

b.  Turn bottom door bolt  T  1/4 turn, then lift it.

2.  CUT-IN

a.  Cut-in fuselage as required.

FUEL TANK

MAIN ROTOR BLADES

TAIL ROTOR BLADES

1a
PILOT’S DOOR HANDLE

1b
CABIN
DOOR
HANDLE

1a
PILOT’S DOOR
HANDLE

2b
CABIN DOOR
TOP  BOLT

2a
CABIN DOOR
BOTTOM BOLT
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ENGINE SHUTDOWN AND
AIRCREW EXTRACTION
1.  ENGINE SHUTDOWN

a.  Push two fuel cut off handles, located on
    overhead panel, sharply AFT.

b.  Gently move two throttle handles, located
     on overhead panel, to the right while
     moving handles DOWNWARD and AFT.

c.  Press two master switch buttons, located
     on forward instrument panel, to the OFF
      position.

d.  Press two battery buttons, located on
     overhead panel, to the OFF position.

2.  AIRCREW EXTRACTION

a.  Release lap belt, shoulder harness, and
     any other restraints, then set restraint
    straps aside and remove crewmembers.

1b
THROTTLES

1a
FUEL CUT OFF
HANDLES

1d
BATTERY
BUTTONS

1c
MASTER
SWITCHES
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The aircraft information is pending release.

1



FENNEC AS 555AN
T.O

. 00-105E
-9

F
E

N
N

E
C

 A
S

 555A
N

.

The aircraft information is pending release.
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MAIN ROTOR
DANGER AREA

      AIR
INTAKE

ENGINE
HYDRAULIC
OIL TANK

AIR
INTAKE

ENGINE
EXHAUST
AREA

TAIL
ROTOR

LUGGAGE COMPARTMENT

FUEL TANK
(AVIATION)
100 GALS
(500 LITRES)

BATTERY

             7 FT
(2 METERS)

MAXIMUM CLEARANCE
      ON LEVEL GROUND

   FORWARD DOOR
RELEASE HANDLE FORWARD

MAIN
DOORS

REAR DOORS
INTERIOR HANDLE

FIRE EXTINGUISHER
(PILOT’S FOOTWELL
STARBOARD SIDE)

FORWARD
JETTISON
DOOR HANDLE DOOR STOPS

AND LOCK

FIRST AID KIT
(INSIDE DOOR)

REAR
JETTISON
DOOR
HANDLE

SPECIAL TOOLS/EQUIPMENT
Power Rescue Saw
Crash Ax
AIRCRAFT ENTRY

1.  NORMAL ENTRY
a.  To open forward main doors, push button, turn door
     handle, and pull out forwards.
b.  To open rear doors, forward main doors must be accessed,
     operate interior door handle.

2.  EMERGENCY ENTRY

NOTE:
     Doors are not equipped with pyrotechnics. Jettisoning
     doors means to separate doors from aircraft.

a.  To jettison forward door, lift door handle upwards.
b.  To jettison rear doors, forward main doors must be ac-
     cessed, lift interior door handle upwards.

3.  CUT-IN
a.  Cut-in fuselage as required.

OTHER HAZARDS:
     Weapons may be carried in Light Fire Power, Support
      Role, eg: Machine Guns, Rockets, Missles, Chaff Dis-
      pensers, etc.

Acids - Batteries
Bromochlorodifluoromethane - Fire Extinguishant
Bromotrifluoromethane - Fire Extinguishant
Composite Materials - Man Made Fibres
Dimethylformamide - Strobe Power Pack
Ground Illuminating Flare Dispenser
Nitesun Light System
Polytetrafluoroethylene - PTFE
Sonar Locator Beacon(s) - Lithium Battery
Very Flare

NOTE:
Rubber covering on main rotor and tail
rotor tie bar contain carbon fibre strands
and may pose a carcinogenic hazard.

Fuel: AVTUR
Hydraulic Oil: OM-15
HP Gases: Nitrogen
Engine Oil: OX-38
Oxygen: NIL
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ENGINE SHUTDOWN
1.  ENGINE SHUTDOWN

a.  Gently apply rotor brake, located on
    overhead control panel.

b.  Retard throttles, located on overhead
     control panel, to the OFF position.

c.  Pull the fuel shut-off switch, located on the
     forward center panel, to the AFT position.

d.  Place stop switch, located on the forward
     center panel, to the STOP position.

e.  Place Ignition switch, located on the
     forward center panel, to the OFF position.

f.  Place the fuel pump switch, located on the
    forward center panel, to the OFF position.

g.  Place the battery switch, located on the
     forward center panel, to the OFF position.

LIGHTING

CARGO HOOK
SAFETY SWITCH

1a
ROTOR BRAKE

1b
THROTTLE 1c

FUEL SHUT-OFF

1d
STOP SWITCH

1g
BATTERY SWITCH

ALTERNATOR
GENERATOR

1f
FUEL PUMP

EMERGENCY
RELEASE

1e
IGNITION
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AIRCREW EXTRACTION AND
EMERGENCY ACTIONS
1.  AIRCREW EXTRACTION

a.  Release crew from seats by disconnecting
     safety belts and harness restraint straps,
     setting straps aside, and removing crew.

b.  Release passengers from seats by discon-
      necting safety belts, setting belts aside, and
     removing passengers.

2.  EMERGENCY ACTIONS

a.  Press the emergency release role selector
     switch, located on center control.

b.  For the winch, cut the cable.

c.  For the cargo door, jettison.

d.  For armament, jettison armament and set to
     OFF position.

e.  To internally jettison forward doors, press
      down on door handle and push out door.

3

FORWARD
DOORS

REAR
DOORS

MAXIMUM CREW - 5

1b
PASSENGER SAFETY BELTS - 3

PILOT’S SEAT
1a
PILOT’S
RESTRAINTS

1a
CO-PILOT’S RESTRAINTS

1a
EMERGENCY RELEASE
ROLE SELECTOR SWITCH
(PRESS HERE)

1e
FORWARD DOORS
JETTISON CONTROL

COCKPIT FACING FORWARD
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The aircraft information is pending release.
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MAIN ROTOR
DANGER AREA

      AIR
INTAKE

ENGINE
HYDRAULIC
OIL TANK

AIR
INTAKE

ENGINE
EXHAUST
AREA

TAIL
ROTOR

LUGGAGE COMPARTMENT

FUEL TANK
(AVIATION)
100 GALS
(500 LITRES)

BATTERY

             7 FT
(2 METERS)

MAXIMUM CLEARANCE
      ON LEVEL GROUND

NOTE:
Rubber covering on main rotor and tail
rotor tie bar contain carbon fibre strands
and may pose a carcinogenic hazard.

SPECIAL TOOLS/EQUIPMENT
Power Rescue Saw
Crash Ax
AIRCRAFT ENTRY

1.  NORMAL ENTRY
a.  To open forward main doors, push button, turn door
     handle, and pull out forwards.
b.  To open rear doors, forward main doors must be accessed,
     operate interior door handle.

2.  EMERGENCY ENTRY

NOTE:
     Doors are not equipped with pyrotechnics. Jettisoning
     doors means to separate doors from aircraft.

a.  To jettison forward door, lift door handle upwards.
b.  To jettison rear doors, forward main doors must be ac-
     cessed, lift interior door handle upwards.

3.  CUT-IN
a.  Cut-in fuselage as required.

OTHER HAZARDS:
     Weapons may be carried in Light Fire Power, Support
      Role, eg: Machine Guns, Rockets, Missles, Chaff Dis-
      pensers, etc.

Acids - Batteries
Bromochlorodifluoromethane - Fire Extinguishant
Bromotrifluoromethane - Fire Extinguishant
Composite Materials - Man Made Fibres
Dimethylformamide - Strobe Power Pack
Ground Illuminating Flare Dispenser
Nitesun Light System
Polytetrafluoroethylene - PTFE
Sonar Locator Beacon(s) - Lithium Battery
Very Flare
Fuel: AVTUR
Hydraulic Oil: OM-15
HP Gases: Nitrogen
Engine Oil: OX-38
Oxygen: NIL

   FORWARD DOOR
RELEASE HANDLE FORWARD

MAIN
DOORS

REAR DOORS
INTERIOR HANDLE

FIRE EXTINGUISHER
(PILOT’S FOOTWELL
STARBOARD SIDE)

FORWARD
JETTISON
DOOR HANDLE DOOR STOPS

AND LOCK

FIRST AID KIT
(INSIDE DOOR)

REAR
JETTISON
DOOR
HANDLE
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ENGINE SHUTDOWN
1.  ENGINE SHUTDOWN

a.  Gently apply rotor brake, located on
    overhead control panel.

b.  Retard throttles, located on overhead
     control panel, to the OFF position.

c.  Pull the fuel shut-off switch, located on the
     forward center panel, to the AFT position.

d.  Place stop switch, located on the forward
     center panel, to the STOP position.

e.  Place Ignition switch, located on the
     forward center panel, to the OFF position.

f.  Place the fuel pump switch, located on the
    forward center panel, to the OFF position.

g.  Place the battery switch, located on the
     forward center panel, to the OFF position.

LIGHTING

CARGO HOOK
SAFETY SWITCH

1a
ROTOR BRAKE

1b
THROTTLE 1c

FUEL SHUT-OFF

1d
STOP SWITCH

1g
BATTERY SWITCH

ALTERNATOR
GENERATOR

1f
FUEL PUMP

EMERGENCY
RELEASE

1e
IGNITION

NOTE:
     Flare safety pin is removed for flight.
     Insert to make firing button inoperative.
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AIRCREW EXTRACTION AND
EMERGENCY ACTIONS
1.  AIRCREW EXTRACTION

a.  Release crew from seats by disconnecting five
     point system for safety belts and harness
     restraint straps, setting straps aside, and
    removing crew.

b.  Release passengers from seats by discon-
     necting safety belts, setting belts aside, and
    removing passengers.

2.  EMERGENCY ACTIONS

a.  Press the emergency release role selector
     switch, located on center control.

b.  For armament, jettison armament and set to
     OFF position.

c.  To internally jettison forward doors, press
     down on door handle and push out door.

3

FORWARD
DOORS

REAR
DOORS

MAXIMUM CREW - 5

1b
PASSENGER SAFETY BELTS - 3

PILOT’S SEAT
1a
PILOT’S
RESTRAINTS

1a
CO-PILOT’S RESTRAINTS

1a
EMERGENCY RELEASE
ROLE SELECTOR SWITCH
(PRESS HERE)

1c
FORWARD DOORS
JETTISON CONTROL

COCKPIT FACING FORWARD
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The aircraft information is pending release.

1
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The aircraft information is located in Chapter 9 containing
US Air Force  and Chapter 13 containing  US Army aircraft.
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SPECIAL TOOLS/EQUIPMENT
Rescue Saw
Crash Ax

AIRCRAFT ENTRY

1.  NORMAL AND EMERGENCY ENTRY

a.  Open main entry doors and right and left
     sides of fuselage.

2.  CUT-IN

a.  Cut-in fuselage/windows as required.

3.  ENGINE SHUTDOWN

a.  Close throttle to idle engine speed of
     1400 RPMs.

NOTE:
    The following items are located on the
    center console.

b.  Shut down engine after clutch is re-
     leased.  (Rotor will be nearly stopped.)

c.  Place mixture control in IDLE CUTOFF
     position.

d.  Place ignition switch in OFF position.

e.  Place alternator switch in OFF position.

f.  Place battery switch in OFF position and
    all remaining switches in OFF position.

g.  Place fuel shutoff valve in CLOSED
      position.

4.  AIRCREW EXTRACTION

a.  Release restraints from crew, set aside
     restraint straps and remove crew.

MAIN ROTOR BLADES

RIGHT
DOOR

LEFT
DOOR

FUEL
TANK

3a
THROTTLE

3c
MIXTURE CONTROL

3d
IGNITION SWITCH

3e
ALTERNATOR SWITCH

3f
BATTERY SWITCH

3g
FUEL SHUTOFF3b

ENGINE SHUTDOWN

CENTER CONSOLE

NOTE:
   Additional information for this aircraft
   is located in Chapter 13 for the MH-6.

1
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The aircraft information is located in Chapter 13
               containing US Army aircraft.

1
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AIRCRAFT HAZARDS

1 ROTOR
BLADE
DANGER
AREA

NOTE:
    Hazardous cargo may be carried in
     cabin, or slung externally - glass fibre
     panels, asbestos, strobe lights, beryllium.

OTHER HAZARDS:
Acids - Batteries
Asbestos
Beryllium + Beryllium Oxides
Bromochlorodifluoromethane -
     Fire Extinguishant
Dimethylformamide - Strobe Power Pack
Fluorolastomers - Burnt Seals
Lithium - Batteries
Sonar Locator Beacon(s) - Lithium Battery
Tritium Light Sources - Beta Lights
Weapon Load
Windscreen Wash Fluid AL-36
Zinc Selenide

Fuel: AVTUR
Hydraulic Oil: OM-15
HP Gases: Nitrogen
Engine Oil: OX-38/OEP-70/OEP-215
Oxygen: NIL

       IRQ
INFRA-RED
RADIATION

HOIST
CABLE
CUTTER

ENGINE
AIR INTAKE
DANGER AREA
(BOTH SIDES)

HYDRAULIC
RESERVOIRS

MAIN
GEARBOX
OIL

ENGINE
    OIL

ENGINE
FIRE EXTINGUISHER
BCF BOTTLES
(BOTH SIDES)

ENGINE
EXHAUST
EFFLUX
DANGER AREA

TAIL ROTOR
DANGER AREA

TAIL ROTOR
GEARBOX OIL

INTERMEDIATE
GEARBOX OIL

OUTBOARD FUEL TANKS
(350 KG EACH)

HELIUM BOTTLES FOR FLOTATION
GEAR (BOTH SIDES)

BATTERYFLOTATION EQUIPMENT &
HYDRAULIC ACCUMULATOR

BERYLLIUM DIODES (2)
(UNDER TRAY)

FUEL
TANKS
(750 KG)

HARPOON
DECK LOCKBETA LIGHTS

THROUGHOUT

       SIGNAL
    PISTOL &
  CARTRIGE
  STOWAGE

RADHAZ EMISSION
‘YELLOW VEIL’
(May be up to 22 ft. forwards)
SEARCH,DETECTION
RADARS, IFF & EMS, IR
EQUIPMENT
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AIRCRAFT ARMAMENT

2

GUN

HEAVY
STORES
CARRIER

MARINE
MARKERS

LIGHT
STORES
CARRIED

CHAFF AND FLARE
DISPENSER
(ONE ON EACH SIDE)

ARMAMENT
    TYPES

NOTE:
    Armament may include bombs, missles,
    torpedos, depth charges, and heavy machine
    guns - also flares, marine markers, and smoke
    (light stores). MASTER ARMAMENT

SAFETY SWITCH
(SET TO SAFE)

FLOTATION &
HARPOON
EQUIPMENT

HOIST CONTROL,
JETTISON BUTTON,
FLOTATION & HARPOON

ARMAMENT WARNING
NOTICE

ESSB
BOMB RELEASE
SAFETY LOCK

  JETTISON
SELECTOR

CARGO &
HARPOON
MASTER

JAMMER
CONTROL
PANEL

BOMB
& GUN
CONTROL

HEAVY MACHINE GUN FIRING BUTTONS

HEAVY STORES RELEASE
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HANDHOLDS
ENGINE FIRE ACCESS
(BOTH SIDES)

ACCESS TO BATTERY,
FLOTATION & EXTINGUISHER
BOTTLES

STEPS

STEP

FRONT DOORS -
2 CREW

REAR DOORS -
9 PASSENGERS
OR STRETCHERS

2a
JETTISON
HANDLE
INSIDE

1a, 1b
EXTERNAL
ENTRY
HANDLES

EMERGENCY
RELEASE
PULL DOWN

HAND FIRE EXTINGUISHER
  FIRST AID KITS

2a
EMERGENCY
ENTRY

HAND GRIPS

FIRE ACCESS

SPECIAL TOOLS/EQUIPMENT
Power Rescue Saw
Crash Ax

AIRCRAFT ENTRY

1.  NORMAL ENTRY

a.  Turn external entry door handles up, pull
    forward door out and forwards.  Slide rear
     door aft.

b.  To open windows in rear doors, pull down
     release handle, pull windows outwards. ( A
     blade may have to be inserted between
     frame and door.)

2.  EMERGENCY ENTRY

a.  For forward door, slide window aft, push
     jettison forward and down.  Pull outwards.

3.  CUT-IN

a.  Cut-in fuselage as required.

NOTE:
     Winch in main cabin may be swung out of
     way by pulling down cord on starboard
      side.

2b
RELEASE
HANDLE
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ENGINE SHUTDOWN

4

1.  ENGINE SHUTDOWN

a.  Raise engine condition levers, located
     on overhead control console, UP (aft)
     to HP COCK OFF postion.

b.  Place LP fuel cocks, located on over-
     head control console, aft to SHUT
     position.

c.  Place battery master switch, located on
     the overhead control console, to OFF
     position.

1c
BATTERY MASTER SWITCH

OVERHEAD CONSOLE

   ENGINE FIRE
EXTINGUISHERS

1b
LP FUEL COCKS

1a
ENGINE CONDITION LEVERS

ROTOR
BRAKE

WARNING PANEL

CABIN LIGHTS

   PILOT
POSITION

  JETTISON

HARPOON

HOIST
C0-PILOT
POSITION

DOOR
HANDLE
     (BOTH SIDES)

DOOR
JETTISON
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AIRCREW EXTRACTION AND
EMERGENCY EXIT DOORS

5

TELEMIC

BARREL

PSP

1a
QRF
HARNESS
CONNECTION

-2 CREW, FRONT
-9 CREW, AFT:
    TROOPS OR
    STRETCHERS
     IN REAR CABIN

1a
FRONT
 SEAT

1b
MID CABIN
   SEAT

1c
REAR
SEAT

EMERGENCY EXITS

WINDOW

SLIDING WINDOW

 NORMAL
    EXIT
HANDLES

     BETA LIGHTS
(RADIO ACTIVE)

BETA LIGHTS
(RADIO ACTIVE)

2a
REAR
CABIN
DOOR
LEVER

2a
JETTISON LEVER

1.  AIRCREW EXTRACTION

a.  Release crew in forward seats by releasing
     the QRF harness connection and other associ-
     ated connections.

b.  Release crew in mid cabin seats by releasing
     restraint harnesses and other associated
     connections.

c.  Release crew in rear seats by releasing
     restraint harnesses and other associated
     connections.

2.  EMERGENCY EXIT DOORS

NOTE:
     Exit doors can be jettisoned to make extraction
     of crewmembers faster.

a.  For front doors, push jettison forward and
     down, then push door out.

b.  For rear cabin doors, push jettison lever,
     located at bottom center of window, aft, then
     push window out.
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AIRCRAFT HAZARDS
NOTE:
     Beta lights (radio active beryllium) around
     doors and windows.  Auxiliary fuel tanks
     may be in cabin.  Hazardous cargo may
     be carried in cabin, or slung underneath.
     Glass fibre panels, asbestos, and beryl-
     lium components. No armament is carried.

OTHER HAZARDS:
Acids - Batteries
Asbestos
Beryllium + Beryllium Oxides
Bromochlorodifluoromethane -
     Fire Extinguishant
Dimethylformamide - Strobe Power Pack
Fluorolastomers - Burnt Seals
Lithium - Batteries
Sonar Locator Beacon(s) - Lithium Battery
Tritium Light Sources - Beta Lights
Weapon Load
Windscreen Wash Fluid AL-36
Zinc Selenide
Fuel: AVTUR
Hydraulic Oil: OM-15
HP Gases: Nitrogen
Engine Oil: OX-38/OEP-70/OEP-215
Oxygen: NIL

MAIN ROTOR BLADE
DANGER AREA

SIGNAL
PISTOL
(WHEN
FITTED)

JET
ENGINE
AIR
INTAKE
DANGER
AREA
(BOTH
SIDES)

HYDRAULIC RESERVOIRS
(TWO SYSTEMS)

ENGINE
OIL
(BOTH
SIDES)

MAIN ROTOR BLADE
SLEEVE BEARING
RESERVOIRS (X4)

INTERMEDIATE
GEARBOX OIL
RESERVOIR

STROBE LIGHT
AND TAIL ROTOR
DANGER AREA

TAIL ROTOR
GEARBOX

JET ENGINE EFFLUX
DANGER AREA

ENGINE FIRE
EXTINGUISHER
BOTTLES
(BCF)
BOTH SIDES

MAIN FUEL
AND
COLLECTOR
TANKS
(750 KG.)

HAND FIRE
EXTINGUISHER

BATTERY

STROBE
LIGHT
(UNDER)

RADHAZ EMISSION
DANGER (MAY BE UP
TO 50 FT FORWARDS)
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SPECIAL TOOLS/EQUIPMENT
Power Rescue Saw
Crash Ax

AIRCRAFT ENTRY

1.  NORMAL ENTRY

a.  Turn external entry door handles up, pull
    forward door out and forwards.  Slide rear
     door aft.

b.  To open windows in rear doors, pull down
     release handle, pull windows outwards. ( A
     blade may have to be inserted between
     frame and door.)

2.  EMERGENCY ENTRY

a.  For forward door, slide window aft, push
     jettison forward and down.  Pull outwards.

3.  CUT-IN

a.  Cut-in fuselage as required.

NOTE:
     Winch in main cabin may be swung out of
     way by pulling down cord on starboard
      side.

ENGINE FIRE ACCESS
(BOTH SIDES)

ACCESS TO BATTERY,
& EXTINGUISHER
BOTTLES
(Bromochlorodifluoromethane)

STEP

FRONT DOORS -
2 CREW

REAR DOORS -
9 PASSENGERS
OR STRETCHERS

2a
JETTISON
HANDLE
INSIDE

1a, 1b
EXTERNAL
ENTRY
HANDLES

EMERGENCY
RELEASE
PULL DOWN

HAND FIRE EXTINGUISHER
  FIRST AID KITS

2a
EMERGENCY
ENTRY

HAND GRIPS

FIRE ACCESS

2b
RELEASE
HANDLE
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ENGINE SHUTDOWN
1.  ENGINE SHUTDOWN

a.  Raise engine condition levers, located
     on overhead control console, UP (aft)
     to HP COCK OFF postion.

b.  Place LP fuel cocks, located on over-
     head control console, aft to SHUT
     position.

c.  Place battery master switch, located on
     the overhead control console, to OFF
     position.

1c
BATTERY MASTER SWITCH

OVERHEAD CONSOLE

   ENGINE FIRE
EXTINGUISHERS

1b
LP FUEL COCKS

1a
ENGINE CONDITION LEVERS

ROTOR
BRAKE

WARNING PANEL

CARGO
RELEASE
SWITCH

   PILOT
POSITION

JETTISON
BUTTON

HOIST

C0-PILOT
POSITION

WINDOW
CATCH

DOOR
JETTISON

CABIN LIGHTS

EXTERNAL
LOAD
RELEASE

HAND FIRE
EXTINGUISHERNORMAL HANDLES

(BOTH SIDES)

MASS
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AIRCREW EXTRACTION AND
EMERGENCY EXIT DOORS

TELEMIC

BARREL

PSP

1a
QRF
HARNESS
CONNECTION

-2 CREW, FRONT
-9 CREW, AFT:
    TROOPS OR
    STRETCHERS
     IN REAR CABIN

1a
FRONT
 SEAT

1b
MID CABIN
   SEAT

1c
REAR
SEAT

EMERGENCY EXITS

WINDOW

SLIDING WINDOW

 NORMAL
    EXIT
HANDLES

     BETA LIGHTS
(RADIO ACTIVE)

BETA LIGHTS
(RADIO ACTIVE)

2a
REAR
CABIN
DOOR
LEVER

2a
JETTISON LEVER

1.  AIRCREW EXTRACTION

a.  Release crew in forward seats by releasing
     the QRF harness connection and other associ-
     ated connections.

b.  Release crew in mid cabin seats by releasing
     restraint harnesses and other associated
     connections.

c.  Release crew in rear seats by releasing
     restraint harnesses and other associated
     connections.

2.  EMERGENCY EXIT DOORS

NOTE:
     Exit doors can be jettisoned to make extraction
     of crewmembers faster.

a.  For front doors, push jettison forward and
     down, then push door out.

b.  For rear cabin doors, push jettison lever,
     located at bottom center of window, aft, then
     push window out.
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MAIN ROTOR BLADES
ENGINE
EXHAUST TAIL ROTOR

RADAR

AUXILLIARY FUEL TANKS

N2 MAIN FUEL TANK

BATTERY

N1 MAIN FUEL TANK

N1 COLLECTOR TANK

N2 COLLECTOR TANK
FORWARD FUEL TANK

FIRING

HEAVY STORES
ELECTRICAL SKIN
BREAK

NOTE:
     Simple beam carriers, one on each
     side of the fuselage for the carriage
     of MK 44 or MK 46 torpedoes.

AIRCRAFT HAZARDS
OTHER HAZARDS:
Acids - Batteries
Asbestos
Beryllium + Beryllium Oxides
Bromochlorodifluoromethane -
     Fire Extinguishant
Dimethylformamide - Strobe Power Pack
Fluorolastomers - Burnt Seals
Lithium - Batteries
Sonar Locator Beacon(s) - Lithium Battery
   (Does not apply to PO Navy aircraft)
Tritium Light Sources - Beta Lights
Weapon Load
Windscreen Wash Fluid AL-36
Zinc Selenide
Fuel: AVTUR
Hydraulic Oil: OM-15
HP Gases: Nitrogen
Engine Oil: OX-38/OEP-70/OEP-215
Oxygen: NIL
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NOTE:
       Beta lights are installed on the aircraft.  Any
       broken light constitutes a radiation hazard.
       Persons in vicinity should evacuate upwind.
       In an enclosed space, persons should
       evacuate and then ventilate area for at least
        thirty minutes.

1.  BETA LIGHT LOCATIONS

a.  Battery master switch (green).
b.  Hoist column lock (2 green, 1 red).
c.  Cabin door emergency hatches (10 green).
d.  Blade fold position marker (1 green).
e.  Emergency services safety break.
f.   Master armament safety switch.

NOTE:
    More beta light information located on page
     Lynx MK95.5.

AIRCRAFT HAZARDS-Continued
1a
BETA LIGHT

OVERHEAD CONSOLE BATTERY
MASTER SWITCH BETA LIGHT

RESCUE HOIST
BETA LIGHTS

1b
BETA
LIGHT

FORWARD

FORWARDFORWARD

FORWARD

1c
BETA
LIGHT

WINDOW JETTISON
LEVER BETA LIGHT

CABIN DOOR
EMERGENCY
BETA LIGHT

1f
MASTER ARMAMENT
SAFETY SWITCH
BETA LIGHT

1e
RED
BETA
LIGHT

GREEN
BETA
LIGHT

STRIKER
PLATE

1d
BETA
LIGHT
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SPECIAL TOOLS/EQUIPMENT
Power Rescue Saw
Crash Ax
AIRCRAFT ENTRY
1.  NORMAL ENTRY

NOTE:
     The cockpit and cabin doors are not droppable.
     They are located on both sides of the fuselage.

a.  To open both cockpit doors: turn exterior handle
     of door, located bottom right or left (depending
     on which side of approach) UPWARDS.
b.  To open both cabin doors: turn the external door
     handle, located forward of window, backwards,
     pull door out and forwards and slide door aft.

2.  EMERGENCY ENTRY

     Both cockpit doors and cabin windows are
      jettisonable externally or internally.

NOTE:
     A blade may have to be inserted between frame
     and door to gain forced entrance.

a.  To jettison external cockpit doors: slide sliding
     window aft, push the internal jettison lever,
     located forward of sliding window, forwards and
     down, then pull outwards.
b.  To jettison internal cockpit doors: push the
     internal jettison lever, located forward of sliding
     window, forwards and down, then pull outwards.
c.  To jettison both external single in each cabin
     door: (see rescue arrow) pull the emergency
     release pull down lever, located externally below
     window frame, down, then pull window outwards
     using handgrips at lower corners of window.
d.  To jettison both internal single cabin windows:
     pull the internal jettison handle below the
     window, down, then push window outwards.

3.  CUT-IN
a.  Cut-in fuselage or windows as required.

CAUTION

SLIDING
WINDOW

SLIDING
WINDOW
RAIL/HINGES

FIXED
WINDOWS

INTERNAL
HANDLE

CATCH

INTERNAL
HANDLE
WITH BETA
LIGHTS

HANDHOLD

EMERGENCY
JETTISON
LEVER

SLIDING
WINDOW
LOCKING
LEVER

MANUAL INTERNAL HANDLE

INTERNAL JETTISON
HANDLE

BETA LIGHTS

EXTERNAL VIEW OF
LEFT HAND DOOR

INTERNAL VIEW OF
LEFT HAND DOOR

HANDGRIPS

EXTERNAL VIEW OF
LEFT CABIN DOOR

EMERGENCY
RELEASE
PULL DOWN

INTERNAL VIEW
OF LEFT HAND
CABIN DOOR

MANUAL EXTERNAL
HANDLE DETAIL

INDICATOR
WIRE DETAIL

EXTERNAL
CABIN DOOR
HANDLE
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ENGINE SHUTDOWN
1.  ENGINE SHUTDOWN

a.  Move both throttle levers, located on
     the overhead console, up to HP cock
     OFF position, or fully backwards.

b.  Place booster pump switches, located
    on fuel management section of the
    overhead console, to OFF position.

c.  Place LP cocks, located on fuel man-
    agement panel, to the SHUT position.

d.  In case of engine fire, activate the
     engine fire extinguisher switches,
     located on the overhead console.

e.  Move battery master switch, located on
     the overhead console, up to the OFF
     position.

1e
BATTERY MASTER SWITCH

OVERHEAD CONSOLE

1d
ENGINE FIRE
EXTINGUISHERS

1c
LP FUEL COCKS

1a
THROTTLE LEVERS

ROTOR
BRAKE

WARNING PANEL

CARGO
RELEASE
SWITCH

   PILOT
POSITION

JETTISON
BUTTON

HOIST

C0-PILOT
POSITION

WINDOW
CATCH

DOOR
JETTISON

CABIN LIGHTS

EXTERNAL
LOAD
RELEASE

HAND FIRE
EXTINGUISHERNORMAL HANDLES

(BOTH SIDES)

MASS
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AIRCREW EXTRACTION AND
EMERGENCY EXIT DOORS

1d
TELEMIC

BARREL
1d
PSP

1a, 1b, 1c
RESTRAINT
DIAL

-2 CREW, FRONT
-9 CREW, AFT:
    TROOPS OR
    STRETCHERS
     IN REAR CABIN

1a
FRONT
 SEAT

1a
MID CABIN
   SEAT

1e
REAR
SEAT

EMERGENCY EXITS

WINDOW

SLIDING WINDOW

 NORMAL
    EXIT
HANDLES

     BETA LIGHTS
(RADIO ACTIVE)

BETA LIGHTS
(RADIO ACTIVE)

2b
REAR
CABIN
DOOR
LEVER

2a
JETTISON LEVER

1.  AIRCREW EXTRACTION

a.  To release personnel restraints: press center
     top of restraint dail and rotate dial 1/4 of a turn
     to either right or left. Front and mid cabin seats
      only.

b.  Pull up on dial until the restraint straps are
     released.

c.  Place all restraints out of the way to prevent
    entanglement during extraction.

d.  Disconnect telmic and PSP, and any other
    disconnect(s), if applicable, that will prevent
     extraction.

e.  Disconnect restraints from rear seats.

2.  EMERGENCY EXIT DOORS

NOTE:
     Exit doors can be jettisoned to make extraction
     of crewmembers faster.

a.  For front doors, push jettison lever forward and
     down, then push door out.

b.  For rear cabin doors, push jettison lever,
     located at bottom center of window, aft, then
     push window out.
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SPECIAL TOOLS/EQUIPMENT
Power Rescue Saw
Crash Ax

AIRCRAFT ENTRY

1.  NORMAL ENTRY

a.  Pull door handle on passenger door,
     located on left side of fuselage, counter-
     clockwise to open door.

b.  Rotate crew door handle, located on left
     side of fuselage, clockwise to open door.

2.  EMERGENCY ENTRY

a.  Rotate handle, located on left side of
     fuselage, to release window on passenger
     door.

3.  CUT-IN

a.  Cut-in windows or fuselage as required.

OTHER HAZARDS
Acids - Batteries
Asbestos
Beryllium + Beryllium Oxides
Bromochlorodifluoromethane -
     Fire Extinguishant
Dimethylformamide - Strobe Power Pack
Fluorolastomers - Burnt Seals
Lithium - Batteries
Sonar Locator Beacon(s) - Lithium Battery
Tritium Light Sources - Beta Lights
Weapon Load
Windscreen Wash Fluid AL-36
Zinc Selenide
Fuel: AVTUR
Hydraulic Oil: OM-15
HP Gases: Nitrogen
Engine Oil: OX-38/OEP-70/OEP-215
Oxygen: NIL

MAIN ROTORS TAIL
ROTORS

MAIN FUEL TANKS

BATTERY

FUEL FEEDER
TANKS

1b
CREW
DOOR
HANDLE

1a
PASSENGER
DOOR HANDLE

2a
WINDOW
RELEASE
HANDLE

TORPEDO INSTALLATION

CABLE EXTRACTOR
CONNECTOR

TORPEDO CABLE
ANCHORING TUBE

ACTUATOR
CONVENTIONAL
HEAVY WEAPONS
HOLDER

MISSLE INSTALLATION

MISSLE
HOLDER

MISSLE
LAUNCHER

FIXED BOXES
CONTAINING
EXPLOSIVE
SHAFTS
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ENGINE SHUTDOWN AND
AIRCREW EXTRACTIONS
1.  ENGINE SHUTDOWN

NOTE:
     Engine shutdown procedures pending, however
      other Lynx models, in this manual may be
      applicable if cockpit layout is similar.

2.  AIRCREW EXTRACTIONS

NOTE:
     Before extracting aircrew members, release
      the three point attachment of the dinghy
      package.

a.  To release personnel restraints: press center
     top of restraint dail and rotate dial 1/4 of a turn
     to either right or left. Front and mid cabin seats
     only.

b.  Pull up on dial until the restraint straps are
     released.

c.  Place all restraints out of the way to prevent
    entanglement during extraction.

d.  Disconnect telmic and PSP, and any other
    disconnect(s), if applicable, that will prevent
     extraction.

2d
TELEMIC

BARREL

2d
PSP

2a, 2b, 2c
RESTRAINT
DIAL

2a
FRONT
 SEAT

2a
MID CABIN
   SEAT

2e
REAR
SEAT

2a
FRONT SEAT (TYPICAL)

DINGHY
THREE POINT
ATTACHMENT

DINGHY

SEAT HEIGHT
ADJUSTING
LEVER

SHOULDER HARNESS REEL

SHOULDER
HARNESS
CONTROL
AND LEVER

SEAT FAST
ATTACH PINS
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MAIN ROTOR
TAIL ROTOR

FUEL TANKS

CREW DOOR
(BOTH SIDES)

JETTISONABLE
DOOR RELEASE

SPECIAL TOOLS/EQUIPMENT
Power Rescue Saw
Crash Ax

AIRCRAFT ENTRY

1.  NORMAL ENTRY

a.  Open crew doors located on both sides
     of aircraft.

2.  EMERGENCY ENTRY

a.  Use the jettison door release handles
     located on each crew door.

3.  CUT-IN

a.  Cut-in to cockpit windows as required.

ARMAMENT
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ENGINE SHUTDOWN AND
AIRCREW EXTRACTION
1.  ENGINE SHUTDOWN

a.  Place the mixture control, located on the
    forward control panel, to IDLE CUT OFF
     position.

b.  Place the battery switch, located on the
    forward control panel, to the OFF position.

c.  Place the magnetos switch, located on
     the forward control panel, to the OFF
     position.

d.  Place the throttle, located to the left of the
    forward control panel, to the OFF position.

e.  Place all remaining switches to OFF.

2.  AIRCREW EXTRACTION

a.  Release crew from all restraint straps.

b.  Place restraints to the side to avoid
     entanglement.

1a
MIXTURE CONTROL
1b
BATTERY SWITCH

1c
MAGNETOS SWITCH

1e
MISCELLANEOUS
SWITCHES

1d
THROTTLE

FORWARD CONTROL PANEL
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The aircraft information is located in Chapter 13
                containing US Army aircraft.



PUMA HC1/SA 330
T.O

. 00-105E
-9

P
U

M
A

 H
C

1/S
A

 330. 1

TAIL ROTOR
DANGER AREA

JET EFFLUX
DANGER AREA

FREON ENGINE FIRE
EXTINGUISHER (ONE
SHOT ONLY)

   ENGINE OIL
TANKS (BUILT
INTO ENGINE)

JET
EFFLUX
DANGER
AREA

ENGINE
INTAKE
DANGER
AREA

MAIN ROTOR
DANGER AREA
DO NOT ENTER
WHILE BLADES
ARE WINDING UP
OR SLOWING DOWN

NOTE:
Cabin may contain hazardous
stores or “Ferry-Flight” fuel
(Each large tank can contain
370 kg fuel)

AVIATION FUEL
IN CRASH-PROOF
BAGS UNDER
CABIN FLOOR
1000 KG MAX

JET
EFFLUX
DANGER
AREA

I.R. TORCH
NIGHTSUN SX-16
DANGER INTENSE INFRA-RED RADIATION
(May not be visible.) (Mounted on frame right
hand side of fuselage.)

BATTERY IN
STOWAGE
FORWARD
BOTTOM LEFT
 WALL OF CABIN

APPROACH IN
THIS AREA
WHEN ENGINES
ARE RUNNING

AIRCRAFT HAZARDS
OTHER HAZARDS:
Acids - Batteries
Beryllium + Beryllium Oxides
Bromochlorodifluoromethane -
     Fire Extinguishant
Bromotrifluoromethane - Fire Extinguishant
Cadium - Batteries
Chlorobromoethane - Fire Extinguishant
Composite Materials - Man made mineral
       fibres
Dimethylformamide - Strobe Power Pack
Nightsun Light System
Polytetrafluoroethylene - PTFE
Sonar Locator Beacon(s) - Lithium Battery
Tritium Light Sources - Beta Light
Very Flare

Fuel: AVTUR
Hydraulic Oil: OM-15
HP Gases: Nitrogen/Air/Entinox
Engine Oil: OX-36
Oxygen: Gaseous

AIRCRAFT ARMAMENT

NOTE:
    Machine guns may be fitted in cabin
    doorways.  Light weapons and explosives
    may be carried internally.
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SPECIAL TOOLS/EQUIPMENT
Power Rescue Saw
Crash Ax

AIRCRAFT ENTRY

1.  NORMAL AND EMERGENCY ENTRY

a.  Open main cabin doors, located both
     sides of fuselage for normal entry.

b.  Emergency entry for main cabin doors can
    be jettisoned externally by removing break-
    able plastic cover, lifting handle, and pulling
    down on red or yellow/black striped triangu-
    lar handles in center of door.  Pull down and
    push out.  Door window panel can be broken.

c.  Emergency entry for cockpit access, use
     the external pilot’s or co-pilot’s jettisonable
     panel, by operating the red or yellow/black
    striped handles, on each lower door frame,
    by turning the handle and pushing upwards.

d.  Emergency entry through cargo ramp, the
     center of a fixed panel may be broken in.

2.  CUT-IN

a.  Cut-in area is on the overhead panel above
     the cockpit area.

2a
OVERHEAD
PANEL
CUT-IN
AREA

1a, 1b
MAIN CABIN DOOR
    (BOTH SIDES) DAILY USE FIRST AID

KIT ON RIGHT SIDE OF
REAR WALL

1d
FIXED PANEL
-CENTER MAY
BE BROKEN IN

CABIN AREA
16 TROOPS
6 STRETCHERS
AND 4 SEATS
(OBSTRUCTING
PORT DOOR)
- STORES MAY BE
CARRIED INCLUDING
EXPLOSVIES OR FUEL-
FERRY TANKS
- CABIN SIDE WINDOWS
MAY BE BROKEN INTO

INTERCONNECTING
PASSAGEWAY FOR
COCKPIT AND CABIN

1c
EXTERNAL JETTISON

PILOT’S COCKPIT
ACCESS DOOR

CO-PILOT’S
JETTISONABLE
PANEL

PORTABLE FIRE EXTINGUISHER
AND FIRE AX IN CABIN FORWARD
RIGHT BULKHEAD
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ENGINE SHUTDOWN
1.  ENGINE SHUTDOWN

a.  Pull aft on battery switch, located on the
    overhead control console, to OFF position.

b.  Pull aft on alternator switches, located on
     the overhead control console, to OFF
     position.

c.  Pull aft on the fuel shut-off levers, (marked
     red) located on the overhead control
     console, to OFF position.

d.  In case of engine fire, on the fire control
     warning panel, push buttons for 1 or 2
     engines extinguishers.  Extinguishers are
     single shot type.

CENTRALIZED
WARNING
LIGHTS PANEL

1c
LP FUEL SHUT-OFF
CONTROL LEVERS
(MARKED RED)

ENGINE THROTTLE
CONTROL LEVERS
(MARKED YELLOW)

1a
BATTERY SWITCH 1b

ALTERNATOR SWITCH

EMERGENCY CUT-OFF SWITCHES WITH
“ALL-OFF” BAR YELLOW/BLACK

ROTOR BRAKE
COCKPIT LIGHT

ROLA SELECTOR

PILOT’S
DOOR
JETTISON
LEVER
STRIPED
YELLOW/
BLACK

PILOT’S
RELEASE
BUTTONS
ON CYCLIC
COLUMN

EMERGENCY JETTISON
CONTROL ON COLLECTIVE
PITCH CONTROL LEVER
(CABLE CUTTER)

MAIN
WHEELS
BRAKE
(RED)

1d     FIRE
WARNING
PANEL

CO-PILOT
RELEASE
BUTTONS
ON CYCLIC
COLUMNPANEL JETTISON LEVER

STRIPED RED/BLACK

HYDRAULIC
HANDPUMP
AND
SELECTOR
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AIRCREW EXTRACTION

COCKPIT
ACCESS
DOOR

CO-PILOT’S
JETTISON
DOOR

FIXED PANEL WITH
CENTER KICKOUT PANEL

CABIN
ACCESS
DOORS

INTERNAL
JETTISON
HANDLES
(RED/BLACK)

EMERGENCY USE FIRST AID KIT
(CONTROLLED DRUGS, ETC.)
PORTABLE FIRE EXTINGUISHER
AND FIRE AX IN CABIN FORWARD
RIGHT BULKHEAD

ACCESS
LADDER
STOWAGE

FIRST AID KIT
ON SIDE WALL
RIGHT HAND SIDE
(DAILY USE)FIRE AX

HAND FIRE
EXTINGUISHER SIGNAL PISTOL
AND CARTRIDGES ON FORWARD
RIGHT BULKHEAD IN CABIN

HAND FIRE
EXTINGUISHER
IN COCKPIT

1.  AIRCREW EXTRACTION

NOTE:
     Jettison doors, if necessary, and use all
     doors and entry ways including ramp
     kickout panel for extraction process.  An
     access ladder may be mounted over
     fixed panel.  Window panel can be
     broken.

a.  Release restraint straps from crew.

b.  Release lap belts from 16 troops or 6
     stretchers and 4 seats.  Medivac
     configuration will obstruct port door.

CABIN AREA
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SPECIAL TOOLS/EQUIPMENT
Power Rescue Saw
Crash Ax

AIRCRAFT ENTRY

1.  NORMAL ENTRY

a.  Main entry doors are located on the right
    and left sides of the airframe.  Open doors
     for entry or exit.

2.  EMERGENCY ENTRY

a.  Use main entry doors for emergency entry.

3.  CUT-IN

a.  Cut-in windows or doors as required.

4.  ENGINE SHUTDOWN

a.  Place three switches, located on the center
     control console, to the DOWN position.

b.  Pull two fuel levers, located on the forward
     portion of the center control console, to the
     AFT position.

1a, 2a
MAIN ENTRY DOOR
(BOTH SIDES)

FUEL
TANKS

MAIN ROTOR
ENGINE
EXHAUST TAIL ROTOR

4a
THREE SWITCHES

4b
FUEL LEVERS
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AIRCRAFT DIMENSIONS

1

   HEIGHT
2.6 METERS

1.5 METERS

MAIN ROTOR
DIPPED MAIN ROTOR

    LENGTH
12.32 METERS

  DIAMETER
1.97 METERS

TAIL ROTOR
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MAIN ROTOR

ENGINE EXHAUST TAIL ROTOR

BATTERY
(ON RIGHT SIDE)FUEL TANK1b, 2a

SLIDING
CARGO DOOR
(BOTH SIDES)

1a, 2a
CABIN DOOR
(BOTH SIDES)

SPECIAL TOOLS/EQUIPMENT
Power Rescue Saw
Crash Ax

AIRCRAFT ENTRY

1.  NORMAL ENTRY

a.  Enter through cabin doors by turning
    door handle downwards.  Door opens
    forward.

b.  Enter through sliding cargo doors by
     turning door handle to rear.  Slide
     door aft to open.

2.  EMERGENCY ENTRY

a.  To remove cargo doors, turn two keys to
      inside.  Push two push buttons in, then
      turn them to inside.

b.  For emergency release, break plexiglass
    at lever (located internally) and move this
    lever to bottom to unlock release lug, then
    pull door toward you.

3.  CUT-IN

a.  Cut-in to doors or windows as required.

1a
CABIN DOOR HANDLE

1b
CARGO DOOR HANDLE

2b
INTERNAL EMERGENCY RELEASE LEVER

2a
KEYS

2a
PUSH
BUTTON
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1a
FUEL LEVERS

1.  ENGINE SHUTDOWN - SA 316B

a.  Pull both fuel levers, located on forward
     portion of center control console, to the
     AFT position.
b.  Place the battery switch, located on the
    overhead panel, to the AFT position.

2.  ENGINE SHUTDOWN - SA 319B

a.  Move flow lever, located on forward
     portion of center console right side, to
     the AFT position.
b.  Move the fuel cutoff (flame arrester),
     located on the forward portion of the
     center console left side, to the AFT
      position.
c.  Place the power switch, located on the
    upper portion of the center console, to
    STOP position.
d.  Place the battery switch, located on the
    overhead control panel, to the STOP
     position.

3.  ENGINE SHUTDOWN - SE 3160

a.  Place fuel cutoff and fuel flow control
     levers, located on the center control
      console, to AFT position.
b.  Place generator and battery switches,
     located on the upper center control
      console, to the OFF position.
c.  Pull out main rotor brake control handle at
    175 rpm (inner ring of duel tachometer).

4.  EMERGENCY ENGINE SHUTDOWN

a.  Follow steps 3a thru 3c.
b.  Disconnect battery by pulling out the
    hearpin turn round nut to the left and pull
    the battery out of the aircraft.

ENGINE SHUTDOWN

3

1b
BATTERY
SWITCH

SA 316B

SE 3160

3b
BATTERY
SWITCH

3b
GENERATOR
SWITCH

3a
FUEL FLOW
CONTROL
LEVER

3c
DUAL
TACHOMETER

3c
MAIN
ROTOR
BRAKE
CONTROL
HANDLE

3a
FUEL
SHUT-OFF
LEVER

2c
POWER
SWITCH

2 a
FLOW
LEVER

2b
FUEL
CUT-OFF

SA 319B 2d
BATTERY
SWITCH
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MAIN ROTOR

TAIL ROTOR

FUEL TANK

MISSLES
(BOTH SIDES)

BATTERY

1b
PASSENGER DOOR HANDLE1a

FORWARD DOOR HANDLE

NOTE:
     Main rotor blades have
     carbon fibre along the length.

SPECIAL TOOLS/EQUIPMENT
Power Rescue Saw
Crash Ax

AIRCRAFT ENTRY

1.  NORMAL AND EMERGENCY ENTRY

a.  Pilot and copilot doors are opened by pressing
     button on door handle and turning handle.

b.  To open passenger door, pilot or copilot doors must
     be opened first, then lower handle on passenger
     door and pull out.

2.  CUT-IN

a.  Cut-in windows and doors as required.

3.  ENGINE SHUTDOWN

a.  Pull aft on fuel cut-off handle, marked yellow and
     black striped secured by safety wire, located on
    overhead panel.

4.  AIRCREW EXTRACTION

a.  Aircrew seats are equipped with shoulder harness
     and lap belts.  Disconnect aircrew restraints and
    remove.

3a
FUEL CUT-OFF
HANDLE
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AIRCRAFT HAZARDS

TAIL
ROTOR
DANGER
AREA

AIRCRAFT ARMAMENT - None is normally carried.

OTHER HAZARDS:
Pyrotechnics: Signal pistol and cartridges,
marine markers, smoke/flame floats,
and underwater sound signals.

* Beryllium: Hazardous material in Beta lights
  around exits.

- Lethal if fumes or dust absorbed by the body.

Acids - Batteries
Bromochlorodifluoromethane - Fire Extinguishant
Bromotrifluoromethane - Fire Extinguishant
Cartridge Operated Equipment
Chlorobromoethane - Fire Extinguishant
Composite Materials - Man Made Mineral Fibres
Dimethylformamide - Strobe Power Pack
Lithium - Batteries
Methyl Bromide - Fire Extinguishant
Polytetrafluoroethylene - PTFE
Sonar Locator Beacon(s) - Lithium Battery
Tritium Light Sources - Beta Lights
Very Flare
Fuel: AVTUR
Hydraulic Oil: OM-15
HP Gases: Nitrogen/Air
Engine Oil: OX-38
Oxygen: NIL

MAIN
ROTOR
DANGER
AREA

CABLE
CUTTER IN
WINCH
HOUSING

HYDRAULIC OIL
RESERVOIRS AND
MAIN GEARBOX

ENGINE FIRE
EXTINGUISHER
BOTTLES

ENGINE
EXHAUST
EFFLUX

ENGINE OIL
TANKS

ENGINE AIR
INTAKE

BATTERYFUEL TANK
(FLEXIBLE CELLS)
5,500 LBS.
806.45 GALS
(3410 LITRES)

FLOTATION
EQUIPMENT

RADHAZ
10METER
RADIUS

GEARBOX
      OIL
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2a
COCKPIT WINDOW
(BOTH SIDES)

2b
CABIN ESCAPE
HATCH

2b HANDLE

TO  OPEN: PRESS
             AND TURN

EXIT RELEASE
                TURN

HF AERIAL

2c
ESCAPE
HATCHES

3b
ENGINE FIRE
ACCESS DOOR

FIRST AID KIT

PULL TAB
EXIT RELEASE

FIRE
EXTINGUISHERS

2a
COCKPIT WINDOW
(SIMILAR TO
OPPOSITE SIDE)

1d
SLIDING
ENTRY DOOR

RED
HANDLE

1a
NORMAL
ENTRY DOOR
LOWER SECTION

SPECIAL TOOLS/EQUIPMENT
Power Rescue Saw
Crash Ax

AIRCRAFT ENTRY

1.  NORMAL ENTRY

NOTE:
    Self-illuminated Beta lights mark location of doors,
    hatches and window.

a.  On entry door, located on forward left side of
     fuselage, press button, rotate handle clockwise
     to DOWN position.

b.  Pull lower entry door section outwards and expose
     boarding steps.

c.  Lift upper door section to snap position allowing
     upper door to stay open.

d.  On sliding entry door, located on aft right side of
     fuselage, slide handle to right and push sliding door
     to the right.

2.  EMERGENCY ENTRY

a.  Cockpit windows can be externally removed by
     turning door handle clockwise and pulling window out
     by handle grip on window.

b.  Cabin escape hatch can be externally removed by
     pressing button on handle, turning handle and pulling
     window outwards.

c.  Escape hatches can be externally removed by pulling
     tab for exit release and then pulling hatch outward.

3.  CUT-IN

a.  Cut-in around windows and doors as required.
     Designated windows are marked for cut-in.

b.  Use the engine fire access door for fire access.

2a
HANDLE
GRIP 2a

HANDLE

3a
CUT-IN WINDOW

1c
UPPER
DOOR
SECTION
IN SNAP
POSITION

EXIT RELEASE
PULL DOWN

PULL HANDLE FOR
EMERGENCY RELEASE

CUT FOR EMERGENCY
           RESCUE



SEA KING AEW 2
T.O

. 00-105E
-9

S
E

A
 K

IN
G

 A
E

W
 2.3

ENGINE SHUTDOWN
1.  ENGINE SHUTDOWN

a.  Pull and lift speed select levers,
    located on overhead panel, to
    SHUT-OFF position.

b.  Switch firewall valves, located on
    forward instrument panel,  down to
     CLOSE position.

c.  Turn battery master switch, located
     on overhead panel, to OFF postion.

2.  ENGINE FIRE SHUTDOWN

a.  Pull engine fire handles, located on
    overhead panel.

b.  Set fire switch, located on overhead
     panel, to MAIN.

c.  Pull and lift speed select levers to
    SHUT-OFF position.

d.  Switch down firewall valves to
     CLOSE position.

e.  Turn battery master switch to OFF
      position.

1c, 2e
BATTERY MASTER SWITCH

2a
ENGINE FIRE EXTINGUISHER
& EMERGENCY PULL HANDLES

THROTTLES

ROTOR BRAKE

2b
FIRE SWITCH

1a, 2c
SPEED SELECT LEVERS

LANDING
GEAR
CONTROL

1b, 2d
FIREWALL VALVES

PARKING BRAKE

SHOULDER HARNESS RELEASE

 CARGO
RELEASE

SLIDING WINDOW RELEASE

JETTISON HANDLE
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AIRCREW EXTRACTION
1.  AIRCREW EXTRACTION

a.  For upper personnel door, emergency
     release at aft end, and push upper door out.

b.  For cabin window escape hatches, pull tag,
     remove seal, and push out.

c.  For cargo door escape hatch, pull handle
     aft, and push out.

d.  For cockpit windows, jettison can be
    actuated from internally.

e.  All crew seats are fitted with a quick-release
     harness.  Push center and turn.

BETA LIGHTS ARE FIXED AROUND ESCAPE
                 HATCHES AND DOORS

1a
UPPER
PERSONNEL
DOOR

1b
CABIN
WINDOW
ESCAPE
HATCH

1c
CARGO
DOOR
ESCAPE
HATCH

1d
COCKPIT WINDOWS

LOCATION OF
BETA LIGHTS

1e
QUICK-
RELEASE
HARNESS
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AIRCRAFT HAZARDS
AIRCRAFT ARMAMENT - None is normally carried.

OTHER HAZARDS:
Pyrotechnics: Signal pistol and cartridges,
marine markers, smoke/flame floats, practice depth
charges, and underwater sound signals.

* Beryllium: Hazardous material in Beta lights
  around exits.

- Lethal if fumes or dust absorbed by the body.

Acids - Batteries
Bromochlorodifluoromethane - Fire Extinguishant
Bromotrifluoromethane - Fire Extinguishant
Cartridge Operated Equipment
Chlorobromoethane - Fire Extinguishant
Composite Materials - Man Made Mineral Fibres
Dimethylformamide - Strobe Power Pack
Lithium - Batteries
Methyl Bromide - Fire Extinguishant
Polytetrafluoroethylene - PTFE
Sonar Locator Beacon(s) - Lithium Battery
Tritium Light Sources - Beta Lights
Very Flare
Fuel: AVTUR
Hydraulic Oil: OM-15
HP Gases: Nitrogen/Air
Engine Oil: OX-38
Oxygen: NIL

TAIL ROTOR
DANGER
AREA

MAIN ROTOR
DANGER AREA

CARTRIDGE
INITIATED
RESCUE
HOIST
CABLE
SHEAR

HYDRAULIC OIL
RESERVOIRS AND
MAIN GEARBOX

CARTRIDGE  INITIATED
ENGINE FIRE EXTINGUISHER
BOTTLES

ENGINE EXHAUST EFFLUX

ENGINE OIL TANKS

ENGINE AIR INTAKE

BATTERYFUEL TANK
(FLEXIBLE CELLS)
6,500 LBS.
953 GALS
(4030 LITRES)
(AVCAT/AVTUR)

FLOTATION
EQUIPMENT

RADHAZ

GEARBOX
      OIL

AL5
RESERVOIR

BATTERY

SIGNAL
PISTOL &
CARTRIDGES-ONLY SAR ACFT

BERYLLIUM
(3 PLACES)

CARTRIDGE INITIATED
SONOR SU CABLE SHEAR

1
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AIRCRAFT HAZARDS-Continued

2

AIRCRAFT ARMAMENT

Weapon load may include:
Torpedos
Depth Charges
Special Weapon
600 lb MC Bomb
Also:
Sonobuoys
Bathythermal Buoys
Marine Sound Signals
Marine Markers
Smoke and Flame Floats

SPECIAL WEAPON
(HEMC)
PORT FORWARD
POSITION ONLY

Selection of Master Armament Safety
Switch to SAFE isolates all weapon circuits

SAFETY PIN WITH
STREAMER

MASTER ARMAMENT
SAFETY SWITCH

FIRE/SAFE
INDICATOR

STORES JETTISON

(PRE-MOD)

(POST MOD)

BRSL
-SPECIAL
WEAPON
CONTROL
BOX

ARMAMENT CONTROL
             PANEL

CUTTER
WEAPON
LANYARD

SPECIAL WEAPON
CIRCUIT BREAKER AND
SELECTION SWITCHES
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2a
COCKPIT WINDOW
(BOTH SIDES)

2b
CABIN ESCAPE
HATCH

2b HANDLE

TO  OPEN: PRESS
             AND TURN

EXIT RELEASE
                TURN

HF AERIAL

2c
ESCAPE
HATCHES

3b
ENGINE FIRE
ACCESS DOOR

FIRST AID KIT

PULL TAB
EXIT RELEASE

FIRE
EXTINGUISHERS

2a
COCKPIT WINDOW
(SIMILAR TO
OPPOSITE SIDE)

1d
SLIDING
ENTRY DOOR

RED
HANDLE

1a
NORMAL
ENTRY DOOR
LOWER SECTION

SPECIAL TOOLS/EQUIPMENT
Power Rescue Saw
Crash Ax

AIRCRAFT ENTRY
1.  NORMAL ENTRY

NOTE:
    Self-illuminated Beta lights mark location of doors,
    hatches and window.

a.  On entry door, located on forward left side of
     fuselage, press button, rotate handle clockwise
     to DOWN position.

b.  Pull lower entry door section outwards and expose
     boarding steps.

c.  Lift upper door section to snap position allowing
     upper door to stay open.

d.  On sliding entry door, located on aft right side of
     fuselage, slide handle to right and push sliding door
     to the right.

2.  EMERGENCY ENTRY

a.  Cockpit windows can be externally removed by
     turning door handle clockwise and pulling window out
     by handle grip on window.

b.  Cabin escape hatch can be externally removed by
     pressing button on handle, turning handle and pulling
     window outwards.

c.  Escape hatches can be externally removed by pulling
     tab for exit release and then pulling hatch outward.

3.  CUT-IN

a.  Cut-in around windows and doors as required.
     Designated windows are marked for cut-in.

b.  Use the engine fire access door for fire access.

2a
HANDLE
GRIP 2a

HANDLE

3a
CUT-IN WINDOW

1c
UPPER
DOOR
SECTION
IN SNAP
POSITION

EXIT RELEASE
PULL DOWN

PULL HANDLE FOR
EMERGENCY RELEASE

CUT FOR EMERGENCY
           RESCUE
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ENGINE SHUTDOWN
1.  ENGINE SHUTDOWN

a.  Pull and lift speed select levers, located on
    overhead panel, to SHUT-OFF position.

b.  Switch firewall valves, located on forward
      instrument panel, down to CLOSE position.

c.  Turn master armament safety switch, located
     on the overhead panel, to SAFE position.

d.  Turn battery master switch, located on overhead
     panel, to OFF postion.

2.  ENGINE FIRE SHUTDOWN

a.  Pull engine fire handles, located on overhead
     panel.

b.  Set fire extinguisher operating switch, located
    on overhead panel, to MAIN.

c.  Pull and lift speed select levers to SHUT-OFF
      position.

d.  Switch down firewall valves to CLOSE position.

e.  Turn master armament safety switch to SAFE
      position.

f.  Turn battery master switch to OFF position.

1d, 2f
BATTERY MASTER SWITCH

2a
ENGINE FIRE EXTINGUISHER
& EMERGENCY PULL HANDLES

THROTTLES

ROTOR BRAKE

2b
FIRE
EXTINGUISHER
OPERATING
SWITCH

1a, 2c
SPEED SELECT
LEVERS

LANDING
GEAR
CONTROL

1b, 2d
FIREWALL VALVES

PARKING BRAKE

SHOULDER HARNESS RELEASE

 CARGO
RELEASE

SLIDING WINDOW RELEASE

JETTISON HANDLE

1c, 2e
MASTER ARMAMENT
SAFETY SWITCH
WITH SAFETY PIN
AND STREAMER

SPECIAL WEAPON
CONTROL BOX BRSL
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AIRCREW EXTRACTION
1.  AIRCREW EXTRACTION

a.  For upper personnel door, emergency
     release at aft end, and push upper door out.

b.  For cabin window escape hatches, pull tag,
     remove seal, and push out.

c.  For cargo door escape hatch, pull handle
     aft, and push out.

d.  For cockpit windows, jettison can be
     actuated from internally.

e.  Crew seats are fitted with a 5 point quick-
     release harness.  Push center and turn.

f.  Troop seats, (roles dictate configuration) may
    be 8, 4, or 2 seats and a desk, are fitted with a
    2 point lap straps.  Turn knob to release.

BETA LIGHTS ARE FIXED AROUND ESCAPE EXITS

1a
UPPER
PERSONNEL
DOOR

1b
CABIN
WINDOW
ESCAPE
HATCH

1c
CARGO
DOOR
ESCAPE
HATCH

JUMP
SEAT

AS ROLE:
8 TROOP SEATS

1d
COCKPIT  SIDE
WINDOWS

AR &
TROOP
ROLE:

1e
CREW SEATS

1f
TROOP
SEATS
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AIRCRAFT HAZARDS

TAIL ROTOR
DANGER
AREA

AIRCRAFT ARMAMENT - None is normally carried.

OTHER HAZARDS:
Pyrotechnics: Signal pistol and cartridges

* Beryllium: Hazardous material in Beta lights
  around exits.

- Lethal if fumes or dust absorbed
   by the body.

Acids - Batteries
Bromochlorodifluoromethane - Fire Extinguishant
Bromotrifluoromethane - Fire Extinguishant
Cartridge Operated Equipment
Chlorobromoethane - Fire Extinguishant
Composite Materials - Man Made Mineral Fibres
Dimethylformamide - Strobe Power Pack
Lithium - Batteries
Methyl Bromide - Fire Extinguishant
Polytetrafluoroethylene - PTFE
Sonar Locator Beacon(s) - Lithium Battery
Tritium Light Sources - Beta Lights
Very Flare
Fuel: AVTUR
Hydraulic Oil: OM-15
HP Gases: Nitrogen/Air
Engine Oil: OX-38
Oxygen: NIL

MAIN ROTOR
DANGER AREA

HOIST CABLE
CUTTER
(CARTRIDGE)

HYDRAULIC OIL
RESERVOIRS AND
MAIN GEARBOX

ENGINE FIRE
EXTINGUISHER
BOTTLES

ENGINE
EXHAUST
EFFLUX ENGINE OIL TANKS

ENGINE AIR INTAKE

BATTERYFUEL TANK
(FLEXIBLE CELLS)
6,300 LBS.
923.75GALS
(3906LITRES)

FLOTATION
EQUIPMENT

RADHAZ

GEARBOX
      OIL

SIGNAL PISTOL
AND CARTRIDGES
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2a
COCKPIT WINDOW
(BOTH SIDES)

2b
CABIN ESCAPE
HATCH

2b HANDLE

TO  OPEN: PRESS
             AND TURN

EXIT RELEASE
                TURN

HF AERIAL

2c
ESCAPE
HATCHES

3b
ENGINE FIRE
ACCESS
DOOR

FIRST AID KIT

PULL TAB
EXIT RELEASE

FIRE
EXTINGUISHER

2a
COCKPIT WINDOW
(SIMILAR TO
OPPOSITE SIDE)

1d
SLIDING
ENTRY DOOR

RED
HANDLE

1a
NORMAL
ENTRY DOOR
LOWER SECTION

SPECIAL TOOLS/EQUIPMENT
Power Rescue Saw
Crash Ax

AIRCRAFT ENTRY

1.  NORMAL ENTRY

NOTE:
    Self-illuminated Beta lights mark location of doors,
    hatches and window.

a.  On entry door, located on forward left side of
     fuselage, press button, rotate handle clockwise
     to DOWN position.

b.  Pull lower entry door section outwards and expose
     boarding steps.

c.  Lift upper door section to snap position allowing
     upper door to stay open.

d.  On sliding entry door, located on aft right side of
     fuselage, slide handle to right and push sliding door
     to the right.

2.  EMERGENCY ENTRY

a.  Cockpit windows can be externally removed by
     turning door handle clockwise and pulling window out
     by handle grip on window.

b.  Cabin escape hatch can be externally removed by
     pressing button on handle, turning handle and pulling
     window outwards.

c.  Escape hatches can be externally removed by pulling
     tab for exit release and then pulling hatch outward.

3.  CUT-IN

a.  Cut-in around windows and doors as required.
     Designated windows are marked for cut-in.

b.  Use the engine fire access door for fire access.

2a
HANDLE
GRIP 2a

HANDLE

3a
CUT-IN WINDOW

1c
UPPER
DOOR
SECTION
IN SNAP
POSITION

EXIT RELEASE
PULL DOWN

PULL HANDLE FOR
EMERGENCY RELEASE

CUT FOR EMERGENCY
           RESCUE

FIRST AID
         KIT

FIRE
EXT.
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ENGINE SHUTDOWN
1.  ENGINE SHUTDOWN

a.  Pull and lift speed select levers,
    located on overhead panel, to
    SHUT-OFF position.

b.  Switch firewall valves, located on
    forward instrument panel,  down to
     CLOSE position.

c.  Turn battery master switch, located
     on overhead panel, to OFF postion.

2.  ENGINE FIRE SHUTDOWN

a.  Pull engine fire handles, located on
    overhead panel.

b.  Set fire switch, located on overhead
     panel, to MAIN.

c.  Pull and lift speed select levers to
    SHUT-OFF position.

d.  Switch down firewall valves to
     CLOSE position.

e.  Turn battery master switch to OFF
      position.

1c, 2e
BATTERY MASTER SWITCH

2a
ENGINE FIRE EXTINGUISHER
& EMERGENCY PULL HANDLES

THROTTLES

ROTOR BRAKE

2b
FIRE SWITCH

1a, 2c
SPEED SELECT LEVERS

LANDING
GEAR
CONTROL

1b, 2d
FIREWALL VALVES

PARKING BRAKE

SHOULDER HARNESS RELEASE

 CARGO
RELEASE

SLIDING WINDOW RELEASE

JETTISON HANDLE
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BETA LIGHTS ARE FIXED AROUND ESCAPE EXITS

1a
UPPER
PERSONNEL
DOOR

1b
CABIN
WINDOW
ESCAPE
HATCH

1c
CARGO
DOOR
ESCAPE
HATCH

WINDOWS (5)

CREW DOOR

CARGO DOOR
WINDOW

EMERGENCY EXITS

1g
RELEASE KNOB

1e
PILOTS AND RADAR
OPERATOR SEATS

1d
COCKPIT
WINDOWS

1f
AFT CABIN SEATS

1g
TROOP/
PASSENGER
SEATS

4

1.  AIRCREW EXTRACTION

a.  For upper personnel door, emergency
     release at aft end, and push upper door out.

b.  For cabin window escape hatches, pull tag,
     remove seal, and push out.

c.  For cargo door escape hatch, pull handle
     aft, and push out.

d.  For cockpit windows, jettison can be
    actuated from internally.

e.  Pilot and radar operator seats are fitted with
     a 5 point quick-release harness.  Push
     center and turn.

f.  Aft cabin seats are fitted with a 4 point quick-
    release harness.  Push center and turn.

g.  Troop/passenger seats are fitted a 2 point lap
     straps.  Turn knob to release.

AIRCREW EXTRACTION
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AIRCRAFT HAZARDS
AIRCRAFT ARMAMENT - None is normally carried.

OTHER HAZARDS:
Pyrotechnics: Signal pistol and cartridges,
marine markers, smoke/flame floats, practice depth
charges, and underwater sound signals.

* Beryllium: Hazardous material in Beta lights
  around exits.

- Lethal if fumes or dust absorbed by the body.

Acids - Batteries
Bromochlorodifluoromethane - Fire Extinguishant
Bromotrifluoromethane - Fire Extinguishant
Cartridge Operated Equipment
Chlorobromoethane - Fire Extinguishant
Composite Materials - Man Made Mineral Fibres
Dimethylformamide - Strobe Power Pack
Lithium - Batteries
Methyl Bromide - Fire Extinguishant
Polytetrafluoroethylene - PTFE
Sonar Locator Beacon(s) - Lithium Battery
Tritium Light Sources - Beta Lights
Very Flare
Fuel: AVTUR
Hydraulic Oil: OM-15
HP Gases: Nitrogen/Air
Engine Oil: OX-38
Oxygen: NIL

TAIL ROTOR
DANGER
AREA

MAIN ROTOR
DANGER AREA

CARTRIDGE
INITIATED
RESCUE
HOIST
CABLE
SHEAR

HYDRAULIC OIL
RESERVOIRS AND
MAIN GEARBOX

CARTRIDGE  INITIATED
ENGINE FIRE EXTINGUISHER
BOTTLES

ENGINE EXHAUST EFFLUX

ENGINE OIL TANKS

ENGINE AIR INTAKE

BATTERYFUEL TANK
(FLEXIBLE CELLS)
6,500 LBS.
953 GALS
(4030 LITRES)
(AVCAT/AVTUR)

FLOTATION
EQUIPMENT

RADHAZ

GEARBOX
      OIL

AL5
RESERVOIR

BATTERY

SIGNAL
PISTOL &
CARTRIDGES-ONLY SAR ACFT

BERYLLIUM
(3 PLACES)

CARTRIDGE INITIATED
SONOR SU CABLE SHEAR

1
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AIRCRAFT HAZARDS-Continued

2

AIRCRAFT ARMAMENT

Weapon load may include:
Torpedos
Depth Charges
Special Weapon
600 lb MC Bomb
Also:
Sonobuoys
Bathythermal Buoys
Marine Sound Signals
Marine Markers
Smoke and Flame Floats

SPECIAL WEAPON
(HEMC)
PORT FORWARD
POSITION ONLY

Selection of Master Armament Safety
Switch to SAFE isolates all weapon circuits

SAFETY PIN WITH
STREAMER

MASTER ARMAMENT
SAFETY SWITCH

FIRE/SAFE
INDICATOR

STORES JETTISON

(PRE-MOD)

(POST MOD)

BRSL
-SPECIAL
WEAPON
CONTROL
BOX

ARMAMENT CONTROL
             PANEL

CUTTER
WEAPON
LANYARD

SPECIAL WEAPON
CIRCUIT BREAKER AND
SELECTION SWITCHES
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2a
COCKPIT WINDOW
(BOTH SIDES)

2b
CABIN ESCAPE
HATCH

2b HANDLE

TO  OPEN: PRESS
             AND TURN

EXIT RELEASE
                TURN

HF AERIAL

2c
ESCAPE
HATCHES

3b
ENGINE FIRE
ACCESS DOOR

FIRST AID KIT

PULL TAB
EXIT RELEASE

FIRE
EXTINGUISHERS

2a
COCKPIT WINDOW
(SIMILAR TO
OPPOSITE SIDE)

1d
SLIDING
ENTRY DOOR

RED
HANDLE

1a
NORMAL
ENTRY DOOR
LOWER SECTION

SPECIAL TOOLS/EQUIPMENT
Power Rescue Saw
Crash Ax

AIRCRAFT ENTRY
1.  NORMAL ENTRY

NOTE:
    Self-illuminated Beta lights mark location of doors,
    hatches and window.

a.  On entry door, located on forward left side of
     fuselage, press button, rotate handle clockwise
     to DOWN position.

b.  Pull lower entry door section outwards and expose
     boarding steps.

c.  Lift upper door section to snap position allowing
     upper door to stay open.

d.  On sliding entry door, located on aft right side of
     fuselage, slide handle to right and push sliding door
     to the right.

2.  EMERGENCY ENTRY

a.  Cockpit windows can be externally removed by
     turning door handle clockwise and pulling window out
     by handle grip on window.

b.  Cabin escape hatch can be externally removed by
     pressing button on handle, turning handle and pulling
     window outwards.

c.  Escape hatches can be externally removed by pulling
     tab for exit release and then pulling hatch outward.

3.  CUT-IN

a.  Cut-in around windows and doors as required.
     Designated windows are marked for cut-in.

b.  Use the engine fire access door for fire access.

2a
HANDLE
GRIP 2a

HANDLE

3a
CUT-IN WINDOW

1c
UPPER
DOOR
SECTION
IN SNAP
POSITION

EXIT RELEASE
PULL DOWN

PULL HANDLE FOR
EMERGENCY RELEASE

CUT FOR EMERGENCY
           RESCUE
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ENGINE SHUTDOWN
1.  ENGINE SHUTDOWN

a.  Pull and lift speed select levers, located on
    overhead panel, to SHUT-OFF position.

b.  Switch firewall valves, located on forward
      instrument panel, down to CLOSE position.

c.  Turn master armament safety switch, located
     on the overhead panel, to SAFE position.

d.  Turn battery master switch, located on overhead
     panel, to OFF postion.

2.  ENGINE FIRE SHUTDOWN

a.  Pull engine fire handles, located on overhead
     panel.

b.  Set fire extinguisher operating switch, located
    on overhead panel, to MAIN.

c.  Pull and lift speed select levers to SHUT-OFF
      position.

d.  Switch down firewall valves to CLOSE position.

e.  Turn master armament safety switch to SAFE
      position.

f.  Turn battery master switch to OFF position.

1d, 2f
BATTERY MASTER SWITCH

2a
ENGINE FIRE EXTINGUISHER
& EMERGENCY PULL HANDLES

THROTTLES

ROTOR BRAKE

2b
FIRE
EXTINGUISHER
OPERATING
SWITCH

1a, 2c
SPEED SELECT
LEVERS

LANDING
GEAR
CONTROL

1b, 2d
FIREWALL VALVES

PARKING BRAKE

SHOULDER HARNESS RELEASE

 CARGO
RELEASE

SLIDING WINDOW RELEASE

JETTISON HANDLE

1c, 2e
MASTER ARMAMENT
SAFETY SWITCH
WITH SAFETY PIN
AND STREAMER

SPECIAL WEAPON
CONTROL BOX BRSL
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AIRCREW EXTRACTION
1.  AIRCREW EXTRACTION

a.  For upper personnel door, emergency
     release at aft end, and push upper door out.

b.  For cabin window escape hatches, pull tag,
     remove seal, and push out.

c.  For cargo door escape hatch, pull handle
     aft, and push out.

d.  For cockpit windows, jettison can be
     actuated from internally.

e.  Crew seats are fitted with a 5 point quick-
     release harness.  Push center and turn.

f.  Troop/passenger seats are fitted a 2 point lap
    straps.  Turn knob to release.

1e
CREW SEATS

1d
COCKPIT SIDE
WINDOWS

SONOBUOYS MAY BE REPLACED
       BY UP TO 8 TROOP SEATS

1f
TROOP SEATS

1f
2 POINT
RELEASE
KNOB

1e
5 POINT QUICK-
RELEASE KNOB

BETA LIGHTS ARE FIXED AROUND ESCAPE EXITS

1a
UPPER
PERSONNEL
DOOR

1b
CABIN
WINDOW
ESCAPE
HATCH

1c
CARGO
DOOR
ESCAPE
HATCH
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AIRCRAFT HAZARDS
OTHER HAZARDS:
Acids - Batteries
Bromochlorodifluoromethane - Fire Extinguishant
Bromotrifluoromethane - Fire Extinguishant
Cartridge Operated Equipment
Chlorobromoethane - Fire Extinguishant
Composite Materials - Man Made Mineral Fibres
Dimethylformamide - Strobe Power Pack
Lithium - Batteries
Methyl Bromide - Fire Extinguishant
Polytetrafluoroethylene - PTFE
Sonar Locator Beacon(s) - Lithium Battery
Tritium Light Sources - Beta Lights
Very Flare
Fuel: AVTUR
Hydraulic Oil: OM-15
HP Gases: Nitrogen/Air
Engine Oil: OX-38
Oxygen: NIL

Armament for the HC4:
1- 7.62 MM general purpose machine gun may
    be fitted in cab in doorway.
Pyrotechnics:
Signal pistol and cartridges, marine markers,
smoke/flame floats, and underwater sound
signals.

Armament for the MK-41:
No armament is carried.

Armament for the S-61:
No armament is carried.

TAIL ROTOR
DANGER AREA MAIN

ROTOR
DANGER
AREA

HOIST CABLE
CUTTER
CARTRIDGE

HYDRAULIC OIL
RESERVOIRS &
MAIN GEARBOX

ENGINE FIRE
EXTINGUISHER BOTTLES

ENGINE
EXHAUST
EFFLUX ENGINE

OIL
TANKS

ENGINE
AIR
INTAKES

BATTERIES

FUEL TANKS
FLEXIBLE CELLS
(6,500 LBS)

DETACHABLE FLOTATION EQUIPMENT
-CARTRIDGE INITIATED WITH
PRESSURIZED GAS BOTTLE

DANGER AREA

* BERYLLIUM:
Hazardous Material in Beta Lights around all exits
- Lethal if fumes or dust are absorbed by body

SIGNAL
PISTOL
AND
CARTRIDGES

GEARBOX OIL
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SPECIAL TOOLS/EQUIPMENT
Power Rescue Saw
Crash Ax

AIRCRAFT ENTRY

1.  NORMAL AND EMERGENCY ENTRY

     Beware of rotating blades.  Injury to
     personnel can result.

a.  Use left side behind cockpit.  Press marked
    button of personnel door.  Release lower
    section of door by rotating emergency handle
    clockwise to top position.  Pull lower section of
    door outwards.  Lift upper section of door to
    snap position.

b.  Marked cockpit sliding windows, located on
     both sides of cockpit.  Press marked button
     of exit release, turn handle clockwise to top
     position.  Pull window outwards.

c.  Escape hatches located on both sides of
    fuselage, one on right and two on left side of
    forward.  Pull red tab, marked exit release,
    completetly.  Pull window out of frame.

2.  CUT-IN

a.  Cut-in along window frame above emergency
     release handle of personnel door and escape
      hatch, located on left side of fuselage.

NOTE:
    Self-illuminating beta lights mark locations of
    doors, hatches and windows.

WARNING

GRIP

COCKPIT WINDOW
(BOTH SIDES)

1b
CABIN ESCAPE HATCH

HANDLE

MEDICAL
PACK

HF AERIAL

ENGINE FIRE
ACCESS DOOR

1c
ESCAPE
HATCHES

FIRST AID KIT

FIRE
EXTINGUISHER

COCKPIT WINDOW
(SAME OPPOSITE)

1b
ENTRY
SLIDING
DOOR

1c
RED TAB

HANDLE

FIRE
EXT.

1a
PERSONNEL
ENTRY DOOR
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1c, 2e
MASTER BATTERY
SWITCHES

2a
ENGINE FIRE EXTINGUISHER &
EMERGENCY PULL HANDLES

THROTTLES

ROTOR BRAKE

2b
FIRE
EXTINGUISHER
SWITCH

1a, 2c
SPEED SELECT
LEVERS

1b, 2d
FIREWALL VALVES

BOOSTER PUMP SWITCHES
PARKING BRAKE

SHOULDER HARNESS RELEASE

CARGO RELEASE

SLIDING WINDOW RELEASE

JETTISON HANDLE

ENGINE SHUTDOWN
1. NORMAL ENGINE SHUTDOWN

a.  Pull and lift speed select levers to SHUT-
     OFF position.

b.  Switch firewall valves down to CLOSE
     position.

c.  Turn battery master switches to OFF
      position.

2.  ENGINE FIRE SHUTDOWN

a.  Pull engine fire extinguisher and emergency
     handles.

b.  Set fire extinguisher operating switch to
     MAIN.

c.  Pull and lift speed select levers to SHUT-
     OFF position.

d.  Switch down firewall valves to CLOSE
      position.

e.  Turn battery master switches to OFF
     position.
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AIRCREW EXTRACTION
1.  AIRCREW EXTRACTION

NOTE:
     All seats are equipped with uniform safety lap belts.  A
     quick release latch is used by pressing the center and then
     turning.  This applies to the crew seats of the HC-4, MK-41
     and all seats for the S-61.

a.  Press and turn the quick release latch to release restraints.

b.  Set aside the lap belts and shoulder harnesses from
    crewmembers to prevent entanglement.

c.  Release left or right survival kit buckles by squeezing release
     bar simultaneously (pilot seats only).

d.  Passenger seats are equipped with a safety belt released by
     turning a central knob.

MODEL S-61

COCKPIT WINDOWS CAN BE
JETTISONED FROM INSIDE

1a
QUICK
RELEASE
LATCH

1a
QUICK
RELEASE
LATCH

MODEL HC-4
AND MK-41

COCKPIT WINDOWS
CAN BE JETTISONED
             FROM INSIDE

1d
QUICK
RELEASE
KNOB

BETA LIGHTS ARE FIXED AROUND ESCAPE HATCHES AND DOORS

UPPER DOOR
EMERGENCY
RELEASE AT
AFT END
-PUSH
UPPER
DOOR
OUT

CABIN
WINDOW
ESCAPE
WINDOWS
- PULL TAG
REMOVE SEAL
PUSH OUT

CARGO DOOR
ESCAPE
HATCH
- PULL HANDLE
AFT, PUSH OUT
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TAIL ROTORMAIN ROTOR

BATTERY

FUEL TANKS

ARMAMENT

SPECIAL TOOLS/EQUIPMENT
Power Rescue Saw
Crash Ax

AIRCRAFT ENTRY

1.  NORMAL ENTRY

NOTE:
     The cockpit and cabin doors, located both
     sides of fuselage, are not droppable.

a.  Turn exterior handle of cockpit door clock-
     wise and open the door.

b.  Turn exterior handle of cabin door clockwise,
     pull door outwards and slide aft or to the
      right.

2.  EMERGENCY ENTRY

a.  Press the marked button of the exit release
     on the sliding windows, located on both cabin
    doors, on either side of the fuselage.

b.  Rotate handle clockwise to top position and
     pull the window outwards.

3.  CUT-IN

a.  Cut-in to windows or fuselage as required.

2a
CABIN DOORS

1a
COCKPIT ENTRY
DOOR AND
EMERGENCY
ENTRY WINDOW

2b
EMERGENCY
EXIT RELEASE

2b
EMERGENCY
WINDOW
ENTRY FOR
CABIN DOOR
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ENGINE SHUTDOWN AND
AIRCREW EXTRACTION
1.  ENGINE SHUTDOWN

a.  Raise finger lift stop and move throttles,
     located on pilot’s overhead panel, down to
      the OFF position.

b.  Lift fuel shutoff switches, located on pilot’s
    overhead panel, and place to OFF position.

c.  Place the battery switches, located on the
    overhead panel, to the OFF position.

2.  AIRCREW EXTRACTION

a.  Pull red release snap from harness quick
     release box until straps are released.

1a
THROTTLES

1c
BATTERY
SWITCHES

1b
FUEL SHUTOFF
SWITCHES

2a
QUICK RELEASE BOX

OVERHEAD
    PANEL

RESTRAINT STRAPS CONFIGURATION
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AIRCRAFT HAZARDS
WARNING

    Tip of rotor blade may drop as low as
    4 feet from ground when turning.

ROTOR MINIMUM           MAIN      7’  6”
GROUND CLEARANCE   TAIL       6’  8”
ROTOR DISC                  MAIN     53’  8”
DIAMETER                      TAIL       11’

INLET SUCTION: 4’

MAIN ROTOR TURBINE BLADE FAILURE: 300’

ENGINE EXHAUST: 30’

TAIL ROTOR

APU EXHAUST: 4’
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AIRCRAFT HAZARDS-Continued
ARMAMENT:
TORPEDOES (N/A FOR HH-60H/J)
SONOBUOY LAUNCHER
SMOKE MARKERS (PYROTECHNICS)
MK-25 MLM
MK-58 MLM
MK-84 SUS

2
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AIRFRAME MATERIALS
LEGEND

     ALUMINUM

     STEEL

    TITANIUM

    GRAPHITE EPOXY

     OTHER
        FIBERGLASS/MAGNESIUM/KEVLAR

3
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SPECIAL TOOLS/EQUIPMENT
Power Rescue Saw
Crash Ax

AIRCRAFT ENTRY

1.  NORMAL ENTRY

a.  Enter the pilot/ATO area through hinged
     door on each side of cockpit.  Pull handle
     down to open.

b.  A sliding door on right side of fuselage
     provides access to the cabin.  Push to
     release handle and turn down to open.

2.  EMERGENCY ENTRY

a.  The pilot and ATO windows, cabin door
      window and cabin window may be jettisoned
      by operating the emergency release handle
      and pulling window out.

3.  CUT-IN/FORCED ENTRY

a.  If main entrances are jammed or inoperable,
      cut around pilot, ATO, and SO windows with
     power rescue saw or crash ax.

BATTERY INTERNAL FUEL 590 GAL  2232.7 LITERS

OIL:
ENGINE 3.8 GAL   HYDRAULIC 3.9 QT
TRANSMISSION 8.15 GAL

NOTE:
Pneumatic system
is 3000 PSI.

1b
SLIDING DOOR
HANDLE

1a
PILOT/
ATO HINGED
DOOR

2a
EMERGENCY RELEASE
HANDLE

2a
EMERGENCY RELEASE
HANDLE

2a
EMERGENCY RELEASE
HANDLE

3a
CUT-IN AREAS
ARE MARKED
IN YELLOW
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ENGINE, APU SHUTDOWN
AND BATTERY DISCONNECT
1.  ENGINE SHUTDOWN

a.   Pull both engine emergency T-handles, located
      on overhead panel, aft to OFF position.

b.  Place battery switch, located on overhead panel,
     in OFF position.

2.  APU SHUTDOWN

a.  Pull APU fire extinguisher T-handle, located on
     overhead panel. (Required if APU is operating.)

3.  BATTERY DISCONNECT

a.  To further deactivate the electrical system, disconnect
      battery quick disconnect fitting.  Battery is located in
     ATO seat well.

1a
LEFT ENGINE
EMERGENCY
T-HANDLE

1a
RIGHT ENGINE
EMERGENCY
T-HANDLES

1b
BATTERY
SWITCH

2a
APU FIRE
EXTINGUISHER
T-HANDLE
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AIRCREW EXTRACTION
1.  AIRCREW EXTRACTION

NOTE:
    The pilot, co-pilot, crewman, and instructor/
     passenger are attached to the seats by a complete
     lap belt and dual torso-restraint shoulder harness
     attached to a rotary release buckle.

a.  Rotate rotary release buckle in either direction,
     to release shoulder harnesses and lap belt.

1a
ROTARY RELEASE BUCKLE

PASSENGER/
INSTRUCTOR SEAT

PILOT/CO-PILOT/
CREWMAN SEATHORIZONTAL

ADJUSTMENT
T-HANDLE

VERTICAL
ADJUSTMENT
T-HANDLE
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EMERGENCY ESCAPE ROUTES
AND CABIN CONFIGURATION
1.  EMERGENCY ESCAPE ROUTES

NOTE:
     Refer to page SH-60B.4 for door operations.
     Additional weapon pylon and external fuel tanks
    effective on Buno 162348 and subsequent.

a.  Use pilot’s (right side) jettisonable window.

b.  Use ATO (left side) jettisonable window.

c.  Use cabin door (right side) jettisonable window.

d.  Use cabin jettisonable window (left side) window.

2.  CABIN CONFIGURATION

NOTE:
     All aircrew seats have a complete lap belt and dual
     torso restraint shoulder harness attached to a rotary
     release buckle.  All troop seats have a lap belt and
     shoulder harness attached to a rotary release buckle.

1a
PILOT’S
WINDOW

1b
CABIN DOOR
WINDOW

1c
ATO’S WINDOW

1d
CABIN WINDOW

ALTIMETER
DETECTING SET

SO
INSTRUCTOR
SEAT DOOR

CREW HOVER
PANEL HOIST PENDANT

OL 365

OL 365

STA 373
STA 254

PILOT, ATO, & SO SEATS

PASSENGER SEAT

CRASH AX
INSTRUCTOR/PASSENGER SEAT

FIRE EXTINGUISHER
FIRST AID KIT

BACKUP MESSENGER

SONOBUOY LAUNCHER

LITTER PLATFORMS
BENEATH LAUNCHER

SO
CONSOLE

VERTICAL ADJUSTMENT T-HANDLE

INSTRUCTOR/PASSENGER SEAT

SO SEAT

FIRE EXT

FIRST AID KIT

CANTEEN
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SPECIAL TOOLS/EQUIPMENT
Power Rescue Saw
Crash Ax

AIRCRAFT ENTRY

1.  NORMAL ENTRY

a.  Turn door handle to enter flightdeck for both
      sides of aircraft.

b.  Turn door handle to enter cabin using side
      access door.

2.  EMERGENCY ENTRY

a.  The side access and cargo doors are flight and
     ground jettisonable doors used as emergency
     exits.  The jettisonable door, located on the
     left back side of the cargo compartment is only
     an emergency exit.  All port holes are
     jettisonable.

b.  Flightdeck doors have an external jettison
     handle.

3.  CUT-IN/FORCED ENTRY

a.  Cut-in access doors, windows, and port holes.

HAZARDS:
    (1) This aircraft carries armament.
     (2) Fuel capacity 1052 gallons, 4448 litres.
    (3) Airframe materials: carbon fiber is neglible.
     (4) No oxygen system.
     (5) Rotating main and tail rotors.
     (6) Hot engine exhaust.

PERSONNEL CAPACITY:
      Crew size: 2, Passengers: 37 maximum.

2a
CARGO DOOR
WITH JETTISONABLE
DOOR (EXIT ONLY)

2a
PORT HOLES

1b
SIDE ACCESS DOOR
WITH HANDLE

1a
FLIGHTDECK DOOR
WITH HANDLE

2b
FLIGHT DECK
EXTERNAL JETTISON
DOOR HANDLE

TAIL ROTOR MAIN ROTOR

ENGINE
INTAKE

FUEL TANKS



S
U

P
E

R
 F

R
E

LO
N

 S
A

 321.

SUPER FRELON SA 321
TO

 00-105E
-9

ENGINE SHUTDOWN AND
AIRCREW EXTRACTION

2

1.  ENGINE SHUTDOWN

a.  Pull aft three shutoff levers, located on overhead
     console, to cut off fuel supply.

b.  Switch battery switch, located on overhead console, to
      the OFF position.

c.  Pull aft on rotor brake lever, located on overhead
      console.

d.  Pull upwards and lock parking brake lever.  Activate
     the brake 90 degrees leftward.

2.  AIRCREW EXTRACTION

a.  Unlatch lap belt and remove shoulder harness
     from crewmembers.

b.  Unlatch restraints from passengers as applicable.

1d
PARKING BRAKE LEVER

1c
ROTOR BRAKE LEVER

1a
SHUT OFF LEVERS (3)

1b
BATTERY SWITCH
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MASTER CUTOFFS LOCATED
ABOVE 1ST AND 2ND POSTS
OF THE PILOT (INDEPENDENTS)

EMERGENCY AX

BATTERY
(DIFFICULT
TO ACCESS)

CO  FIRE EXTINGUISHER2

STANDARD FUEL TANKS
TOTAL CAPACITY: 445 GALS
(1880 LITRES)

ADDITIONAL EXTERNAL FUEL TANKS
CAPACITY: 2 X 84 GALS (2 X 356 LITRES)

AIRCRAFT HAZARDS
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SPECIAL TOOLS/EQUIPMENT
Power Rescue Saw
Crash Ax

AIRCRAFT ENTRY

1.  NORMAL ENTRY

NOTE:
      Symmetrical doors to access and exit of
      passengers and crew.

a.   Enter the flight deck using the external
     opening handle for the pilot door on right
     side and the ATO door on the left side of the
     fuselage.

b.  Enter the cabin using the external opening
     handle for the passenger compartment on the
     right or left sides of the fuselage.

2.  EMERGENCY ENTRY/EXIT

a.  Use external door handles on all doors for
     emergency entry or exit.

b.  For the cargo door emergency exit: use the
     internal access by pulling the ring and push exit
    door outward.

3.  CUT-IN

a.  Cut-in flight deck or cabin doors or windows as
     required.

V.I.P. VERSION

2a
PASSENGER EXITS

2a
CREW EXITS

2b
EMERGENCY
EXIT

1b, 2a
EXTERNAL OPENING
HANDLE PASSENGER
EMERGENCY EXIT

S.A.R. VERSION
(CRANE IS FIXED)

1a
EXTERNAL
OPENING
HANDLE

2a
PILOT
EMERGENCY
EXIT
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ENGINE SHUTDOWN AND
AIRCREW EXTRACTION
1.  ENGINE SHUTDOWN

a.  Pull aft on battery switch, located on the
    overhead control console, to OFF position.

b.  Pull aft on alternator switches, located on
     the overhead control console, to OFF
     position.

c.  Pull aft on the fuel shut-off levers, (marked
     red) located on the overhead control
     console, to OFF position.

d.  In case of engine fire, on the fire control
     warning panel, push buttons for 1 or 2
     engines extinguishers.  Extinguishers are
     single shot type.

2.  AIRCREW EXTRACTION

a.  Release crew from lap belt and shoulder
     harness.

b.  Release passengers from restraints as
     required.

CENTRALIZED
WARNING
LIGHTS PANEL

1c
LP FUEL SHUT-OFF
CONTROL LEVERS
(MARKED RED)

ENGINE THROTTLE
CONTROL LEVERS
(MARKED YELLOW)

1a
BATTERY SWITCH 1b

ALTERNATOR SWITCH

EMERGENCY CUT-OFF SWITCHES WITH
“ALL-OFF” BAR YELLOW/BLACK

ROTOR BRAKE
COCKPIT LIGHT

ROLA SELECTOR

PILOT’S
DOOR
JETTISON
LEVER
STRIPED
YELLOW/
BLACK

PILOT’S
RELEASE
BUTTONS
ON CYCLIC
COLUMN

EMERGENCY JETTISON
CONTROL ON COLLECTIVE
PITCH CONTROL LEVER
(CABLE CUTTER)

MAIN
WHEELS
BRAKE
(RED)

1d     FIRE
WARNING
PANEL

CO-PILOT
RELEASE
BUTTONS
ON CYCLIC
COLUMNPANEL JETTISON LEVER

STRIPED RED/BLACK

HYDRAULIC
HANDPUMP
AND
SELECTOR



UH-1
T.O

. 00-105E
-9

U
H

-1.1

 The aircraft information is located in Chapter 13
                 containing US Army aircraft.
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 The aircraft information is located in Chapter 23
                containing US Navy aircraft.
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AIRCRAFT HAZARDS
NOTE:
    - Batteries are isolated and fire extinguishers
       fired automatically by inertia crash switches.
    - Auxiliary fuel tanks may be carried inside the cabin.
      Plus external droptanks - HC2 only.
    - Flotation equipment may be attached to main wheels.
    - Medical oxygen may be carried in cabin in ambulance role.
    - Beta lights at exits (radiation hazard if broken).

MAIN ROTOR
DANGER AREA

TAIL ROTOR
DANGER AREA

ENGINE
TURBINE
EXHAUST
EFFLUX

BATTERIES

ENGINE FIRE
EXTINGUISHER
BOTTLES

OIL
RESERVOIR

HYDRAULIC
OIL TANKS

SIGNAL PISTOL
 & CARTRIDGES

INTERMEDIATE
GEARBOX OIL

GROUND ILLUMINATING FLARES (2)

MAIN FUEL TANKS 300 GALS AVTUR

COUPLING GEARBOX OIL TANK

‘NIGHTSUN’ SEARCHLIGHT
DANGER TO EYES
(INFRA-RED) (CH5C ONLY)

ENGINE AIR INTAKE
DANGER AREA

ENGINE OIL TANKS

ENGINE EXHAUST EFFLUX
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AIRCRAFT ARMAMENT

ARMAMENT SAFETY SWITCH
ESSENTIAL SERVICES SWITCH
(FLOTATION EQUIPMENT) ONLY

SIGNAL PISTOL
& CARTRIDGES

GUNNERY EQUIPMENT:COCKPIT
- STOWAGE FOR SMG & 6 MAGAZINES
BETWEEN BULKHEAD STEP RUNGS:
FITTINGS IN CANOPY FRAME

ENGINE FIRE EXTINGUISHER
ACCESS POINTS (BOTH SIDES)

ELECTRICAL
COMPARTMENT DOORS (BOTH SIDES)

4 X MARINE MARKERS (FLARES)

MACHINE GUN, RPs OR MISSLES
MAY POSSIBLY BE CARRIED

AMMUNITION
BOX

PORT SIDE STARBOARD

NOTE:
   - Mounting for 7.62mm GPMG in cabin doorway.
   - (Starboard side) and escape hatch (Port side)
      with ammunition supply boxes.
   - Further boxes may be stowed within cabin, and
     light weapons or explosives may be carried as
     cargo.
    -- Not controlled by armament safety switch,
       being manually operated.
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SPECIAL TOOLS/EQUIPMENT
Power Rescue Saw
Crash Ax

AIRCRAFT ENTRY

1.  NORMAL ENTRY

a.  Use main entrance through cabin sliding door on star-
     board (right) side only.

2.  EMERGENCY ENTRY

NOTE:
     Emergency controls are painted yellow stripes on black.

a.  Use jettison handles at doors, windows and hatches.

3.  CUT-IN

a.  Dotted lines indicate cut-in areas around escape
     hatches and door.

CABIN STEPS TO COCKPIT (INTERNAL)

1a
MAIN ENTRANCE CABIN
SLIDING DOOR

WINDOW JETTTISON HANDLE

2 CREW IN COCKPIT

ELECTRICAL
COMPARTMENT
ACCESS
(BOTH SIDES)

FIRE ACCESS
TO ENGINES
(BOTH SIDES)

OUTER STEPS TO COCKPIT SLIDING
WINDOWS (BOTH SIDES)DOOR JETTISON HANDLE

PULL-OUT SEAL TAB

EMERGENCY ENTRY
BY WINDOW HATCHES

ASBESTOS GLOVES & FIRE AXES
IN CABIN

COCKPIT SLIDING WINDOWS (BOTH SIDES)
WINDOW JETTISON HANDLE

HAND FIRE EXTINGUISHER
ESCAPE HATCH WINDOWS
       (BOTH SIDES)

16 TROOPS MAY BE
CARRIED IN CABIN -
ALSO STRETCHERS

JETTISON HANDLES

HAND FIRE
EXTINGUISHERS IN CABIN

FIRST AID KIT
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ENGINE SHUTDOWN

COCKPIT WINDOW
EMERGENCY EXIT
JETTISON RELEASE

PORTABLE FIRE
EXTINGUISHER

ROTOR
BRAKE

ENGINE FIRE
EXTINGUISHERS
(TWO ENGINES)

FLARES
MASTER
SWITCH

ESSENTIAL SERVICES
SWITCH (FLOTATION
EQUIPMENT)

1a
BATTERY
MASTER
SWITCH

        WHEEL BRAKES -
APPLY TOE PEDAL FIRST

COCKPIT WINDOW
SLIDE RELEASE

1b
ENGINE
SPEED
SELECTOR

1c
LOW/HIGH
PRESSURE
COK LEVER

1.  ENGINE SHUTDOWN

a.  Place the battery master switch, located
    on the center forward instrument panel,
     to the OFF position.

b.  Place the engine speed selectors (2),
     located on the center console, to the
     IDLE position.

c.  Place the low/high pressure cock lever,
     located on the center console, to the
     CLOSE position.
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AIRCREW EXTRACTION

CABIN NORMAL DOOR EXIT
PLUS 3 X ESCAPE WINDOW
HATCHES

TURN KNOB
EITHER WAY
TO RELEASE

UP TO 16
TROOPS AND
PASSENGER
SEATS FITTED
WITH LAP STRAPS
(UP TO 8 STRETCHERS
MAY BE CARRIED IN
MEDICAL ROLE)

CABIN DOOR JETTISON HANDLE

BETALIGHT                  PULL TAB

HATCH OPENS
    INWARDS

BETALIGHT

PORT HATCHES

PULL HANDLE INBOARD
AND OPERATE RELEASE

BETALIGHTS

PULL TAB

STARBOARD
HATCH  - PUSH
OUTWARDS  (NO
RELEASE HANDLE)

PRESS
CENTER
AND TURN

2 CREW SEATS
FITTED WITH
QUICK-RELEASE
HARNESS

SIDE COCKPIT
WINDOWS SLIDE
OPEN (BOTH
SIDES)

CABIN DOOR JETTISON HANDLE

CARGO RELEASE
BETALIGHT

RELEASE
HANDLE
(BETALIGHT)

3 ESCAPE
HATCHES -
TURN HANDLE
AND PUSH
HATCH OUT

HC5C HC2

1.  AIRCREW EXTRACTION

NOTE:
     There are differences between the HC2 and
      HC5C hatches.
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